
 

 

   

   

 
 

 

 

 

DELL 1100 TONER REFILL INSTRUCTIONS 
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1. Using a screwdriver, carefully 
remove the 2 screws on the end cap 
of this cartridge. This loosens the 
end cap, which can then be removed 
away from the cartridge 

2. Beneath the end cap, you will find a 
plastic cap as shown by the arrow 
above.  Carefully remove this cap 
using a flat screwdriver (be careful not 
to damage this cap). Once you 
remove the cap you have now 
exposed the filling hole! Now you can 
fill with toner. 

 

3. After filling, replace the plastic plug 
over the filling hole, making sure that 
you get a tight seal so that the cartridge 
does not leak.  You can reinforce the 
plastic plug with sealing tape if you 
want for extra protection. Now replace 
the end cap with the 2 screws. 

 

Note: Always refill in a well ventilated environment, preferably outside or at a workbench 
 

      GENERAL COMMENTS: 
 

1. This cartridge has a fuse which should be replaced. The fuse is located in the front of the cartridge, 
on the right hand side. Simply remove the old fuse and replace with the new one 

2. It is always better to under-fill than to overfill a cartridge. You can always add more toner later. 
3. Uni-Kit toner is tested to produce excellent results - your first refill should be nearly 100% same 

quality as the original cartridge.  It is recommended that you refill the same cartridge no more than 
2-3 times, because with each print cycle the cartridge will wear and tear and quality will slowly 
diminish  
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