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Quick Start 
The P321000 Breath Alcohol Tester is a highly accurate, breath 
alcohol measurement vending machine designed to provide 
patrons of bars and restaurants with information on their Blood 
Alcohol Content (BAC). 

Unpack the Breath Alcohol Tester from the carton.  Examine the 
unit and make sure there is no noticeable damage that may have 
been caused during shipping. 

Do not dispose the carton and packing material as these will be 
required if the unit needs to be returned for service. 

Plug the unit into an AC wall outlet.  The appropriate power cord 
should be provided. 

All lights will turn on and then sequence off and the display will 
show Initializing as the unit warms up. 

The unit will then take a few minutes to heat up and stabilize the 
temperature of the internal fuel cell breath alcohol sensor. 

Once the unit is fully initialized, insert the desired currency, to 
confirm that the unit has been programmed with the proper 
denomination(s).  If the desired currency is not accepted or is 
incorrect, please refer to Support . 

Follow the voice and display prompts to perform a test 
sequence.  The BAC will be shown on the display and the 
appropriate indicator light illuminated. 

The Breath Alcohol Tester should be securely mounted on a wall 
before placing into service (see Mounting.. 

Periodic maintenance is recommended (see Maintenance). 

 

2 

The Machine 
The main features are described below. 

Front 
The front of the Breath Alcohol Tester contains the coin 
mechanism, the straw dispenser, the test instructions, the text 
display, indicator lights, and the straw hole into which a breath 
sample is blown.  

 

Figure 1: Front View of Breath Alcohol Tester 
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Inside 
Inside the Breath Alcohol Tester is a printed circuit board, the 
coin mechanism, optional bill acceptor, straw dispenser, coin/bill 
hopper, and vacuum pump.  All access to the inside of the unit is 
through the locking, hinged left panel. 

Figure 2 shows the main internal components of the unit (rear 
panel removed).    


