Accuride Center Bottom Mount

—Aecuride Drawer SuUpES 'l‘ merock —Aeccurice DRAWER SLIDES

Instollaﬁon Instructions
for frame mﬂms

Please read carefully BEFORE installation
and ba sure all parts listed are indud
HARDWARE LIST:
1. Comtor Mownt Sfide w/brocket
o (shinet Membes b, Brower Member ¢ Reor Brocket
2. (51 #8x1/2" pon heod screws
3.(2) Posti T

TOOLS NEEDED FOR INSTALLATION (not included)
Tape measure or ruler

Perncil

Elactric dill

3/32" drill bit
Phillips screw driver

Note: The drawer side must extend
below the drawer bottom 1/4°_ (Fig. 1)
It may be n fo cut o nolch in the

back averh drowe, ofl
the slide mm“y extond to the bm?

) Ihn cabine. {Fig. 3)
equal fo the omount of
ulamn greater than 1/4” should be
mslulzad Inlw the cobine? track.
(Fig. 2}
Elnmple 3/8 druw side extension
requires a | /8" shim.

Fig. 3

1. Measure ond mark the center
line of the drawer width and the
cobina! opening.

2, Separate the drawer and cabinet
members by pulling firmly through the
friction resistance.

Front L 4
- -
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#8 screw on angle
ﬁ into drawer front

#8 werew info drower back, drawer Back Motched

3. Maount the drower member {nerrow
frack) on the underside of the drawer
center line. (Fig. 3) install a #8 pan
head screw through the sloged slot so the
front of the drower mamber is flush with
the rear of the drawer front panel. Select
o hole nearest the center back of the
drawer ot its thickest point and instoll o
#8 pon heod strew.

Back

Slide the member
Eﬁf bracket

Front

-on the centerline-of the-cobinet openi

4. With rear adjustoble bracket: ‘
At the rear of the cabinet locote a point |

and 13/16" above the cross rail. Install o
#8 screw through the horizonial slot in
the bracket. Da not tighten complately.
Assemble cobinet member fo the bracket
ond extend member to cobinet front ond
mount to predetermined center line of ‘
cabinet cross rail

Without reor adjustable bracket:

If tobiret has o harizontol stringer, mount
directly through holes provided in cabine
track. Secure #8 screws fo stringer.

5. Move the ball bearing retainer
towards the front of the cobinet member
until it comes to the formed stop on
member. Carefully engage the drawer
member into cabinet until it is complately
closed. Secure the rear “odjustable
bracket” {if necessary) so 1Le front
drawer ponal closes flush with

the cabinet.

&. After all adjustments have been mode,
sectrely fighten all serews. & round

hole is pravided in the reer bracket 10
accommadate o fixing screw. You moy
add oddifional screws to rear bracket

for stobility.

t
! Flastic Tacks

£\ merock:

Anewell Company .

7. Install Plostic Corner Tacks in

front foce frame so drower sides

ure supporied. Secure with o staple gun
or brad on the thinnest section of the
vertical and horizontal legs.
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