
EF500 Electric Fireplace
¥ 39" radiant face electric fireplace featuring a realistic ember

bed and flame technology 
¥ Perfect for apartments, condominiums, high rise buildings 

and cottages  
¥ True 36" wide viewing area with standard pull screens
¥ Slim line design offers a 15" deep firebox to create the 

perfect look without taking up too much floor space
¥ Optional bifold and single-pane glass doors, along with 

decorative facings and mantels available in several finishes 
¥ Access to a hidden control panel with easy on/off, 

thermostatically controlled or remote control operation
¥ Standard Hand Held Remote Control 
¥ Create the perfect ambience with the option to turn the

unit on with or without heat
¥ Standard automatic thermostat heater with settings (Low, 

Medium, High) located on the control panel

EF500 shown with optional pewter arched front, black door frame and pewter fire screen doors.

¥ Easy to install, can be connected to 120 Volt and 240 Volt
¥ Wattage: 3000W (240V) or 1500W (120V)
¥ Quiet blower distributes heat evenly into the room
¥ CSA Design Certified



• 39" radiant face electric fireplace featuring a realistic 

ember bed and flame technology with settings (Off, 

Low, Medium, High) located on the control panel 

• Large viewing area for a beautiful view of the fire: 

36" W X 21-1/8"H

• Slim line depth of 15”

• Wattage: 3000W at 240V

1500W at 120V

• Access to a hidden control panel with easy on/off, 

thermostatically controlled or remote control operation

ELECTRIC FIREPLACES

Features:
• Standard automatic thermostat heater with settings

(Low, Medium, High) located on the control panel

• Standard remote control operation to operate the unit On 

and Off, to set flame/ember bed adjustment and to set 

the temperature for the heater

• Easy to install, can be connected to a standard 120 Volt or

240 Volt 

• Quiet fan distributes heat evenly into the room

EF500 shown with optional gold arched front, gold door frame and gold fire screen doors.



Black Bi-Fold Glass Doors

OPTIONAL ACCESSORIES

Black Arched Front, Gold Door Frame and
Black Fire Screen Doors

Birch Wall Surround and Hearth in Dark Cherry Finish
with Pewter Arched Front

WOOD SURROUNDS AND HEARTHS

• Wood surrounds and hearths available in corner or flat 
wall in finishes shown

Dark Cherry 
Finish

Honey Oak
Finish

Oak Unfinished
-Paint/Stain
Ready

Birch Unfinished
-Paint/Stain
Ready

Pewter Arched Front, Pewter Door Frame
and Pewter Fire Screen Doors

Field Installed Accessories:
• Wood Surrounds and hearths available in flat wall or 

corner with a choice of honey oak finish, dark cherry 
finish, birch unfinished and oak unfinished

• Choice of bifold or single-pane glass doors
– Polished Brass (Bifold GD36PBA or Single-Pane 

GDS36PBA) 
– Black (Bifold GD36BA or Single-Pane GDS36BA) 
– Stainless Steel (Bifold GD36SSA or Single-Pane 

GDS36SSA)  Hand-Held
Remote Control

36" Corner 36" Corner
Surround Hearth

Width of mantel 63-3/8" 63-3/8" 
Height w/o hearth 48-1/4" 5"
Distance from corner to front center of mantel 37-1/2" –
Distance from corner to front edge along wall 47" –
Opening width 42" –
Opening height 35-7/8" –

Hardwood Surround Dimensions
36" Wall 36" Wall
Surround Hearth

Width of mantel 54-3/8" 61-1/4"
Height w/o hearth 48-1/4" 5"
Depth 21-3/4" 25-1/2"
Opening width 42" –
Opening height 35-3/4" –
Width of mantel top 62" –
Depth of mantel top 25-1/2" –

• Decorative Fronts, Frames and Fire Screen Doors
• Decorative trim in brass, black or stainless
• Remote Control with heater settings, flame settings and

ember settings

Black Trim

DECORATIVE FRONTS, FRAMES, TRIM, GLASS DOORS AND FIRE SCREEN DOORS
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Corner Installation

Sold by:

ElectricFireplace-MHS7005

SPECIFICATIONS
Product Specifications

Width Height Depth
Actual

Design
Certified

Radiant or
CirculatingFraming Actual Framing Actual Framing

Model

EF500 38-3/4" 39-3/4" 33" 33-1/2" 15-1/8" 15-5/8"* Both CSA

Rev. 5-05
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Inside Chase Installation
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Recessed Installation
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EF500 
A Front Wall Opening 39-3/4"
B Framing Height 33-1/2"
C Back Width of Heater 33-1/4"
D Width to Corner 16-5/8"
E Corner Clearance Width 60-3/8"
F Depth from Heater to Wall 30-1/4"
G Heater Framing Depth 15-5/8"
H Corner Wall Length 42-3/4"
I Heater Opening Width 36"
J Heater Opening Height 21-1/8"

Electric Fireplace Framing Dimensions

149 Cleveland Drive • Paris, Kentucky 40361
www.monessenhearth.com

To avoid personal injury or property damage, the product described by this brochure must
be installed, operated and maintained in strict compliance with the instructions packaged
with the product and all applicable building or fire codes. Contact local building or fire
officials about restrictions and installation inspection requirements. All photographs and
drawings on this brochure are for illustrative purposes only and are not intended for, nor
should they be used as a substitute for the instructions packaged with the unit.
Appearance and specifications of the product are subject to change without notice.

© 2004 Monessen Hearth Systems, Inc.

Opening
Dimensions

(W x H)

36" x 21-1/8" 

Nailing tabs will
accomodate 1/2"
or 5/8" finished
material.

* Framing dimension allows for drywall thickness.

EF500 Electric Fireplace




