
PREMIER SERIES
TAB TENSIONING SYSTEM GUARANTEES 
PERFECTLY FLAT SURFACE WHICH DELIVERS 
EXCEPTIONAL IMAGE CLARITY—FOR 
VIDEO AND DATA PROJECTION.
• The PREMIER’S automatic Tab Tensioning 

System delivers perfect picture quality with 
its perfectly flat viewing surface. 

• Steel case and special tensioning dowel 
are finished in flat black. 

•The PREMIER’S motor is mounted inside the roller 
on special vibration insulators, so operation is 
smooth and silent. 

• The PREMIER/SERIES C is 
manually operated by a 
slim, polished aluminum 
crank, which may be 
detached for storage.

PREMIER—Motorized screen 
features DRAPER’S Tab 
Tensioning System, with 
choice of M300, M2500,  
HIDEF GREY, or CINEFLEX 
viewing surface. 2̋  of black 
drop at top of screen is 
standard with PREMIER.

PREMIER/SERIES C—Manual, 
crank-operated screen features 
DRAPER’S Tab Tensioning 
System, with choice of 
M300, M2500, HIDEF 
GREY, or CINEFLEX viewing surface. 2̋  of black drop 
at top of screen is standard with PREMIER/SERIES C.

SYSTEM OPTIONS

• EXTRA DROP—Additional drop optional, either surface 
color or black (standard). Additional drop will increase  
the overall length of the case.

• BLACK MASKING BORDERS—Standard for all formats.

•  PROJECTED MOUNTING BRACKETS—Provide a 6˝ clearance.

• CEILING OPENING TRIM KIT—For ceiling-
recessed installations. Refer to page 6. 

• CONTROL OPTIONS—Refer to page 4. 

Dimensions, drawings and specifications at:
www.draperinc.com/go/Premier.htm

CASE DIMENSIONS/METHOD OF INSTALLATION

 
DIMENSIONS & DATA—PREMIER & PREMIER/SERIES C 

Size 
H x W

Case  
Length*

Dowel 
Length*

Net Wt. 
(lbs.)

Size 
H x W

Case 
Length*

Dowel 
Length*

Net Wt. 
(lbs.)

AV Format
50˝ x 50˝ 68˝ 60˝ 30 7 x  9 128¼˝ 120˝ 70 
60˝ x 60˝ 78¾˝ 71˝ 35 9 x 9 129¾˝ 122˝ 75
70˝ x 70˝ 89˝ 82˝ 40 8 x 10 141¾˝ 133½˝ 80
84˝ x 84˝ 104¼˝ 96˝ 50 10 x 10 143½˝ 135¾˝ 85
72˝ x 96˝ 115˝ 108˝ 55 9 x 12 168¾˝ 158˝ 90
96˝ x 96˝ 117¾˝ 109½˝ 60 12 x 12 171½˝ 161½˝ 100
Nominal Image Area Case Dowel Net Wt. 
Diagonal H x W Length* Length*  (lbs.)

NTSC Video Format (4:3)
6 42½˝ x 56½˝ 74˝ 66½˝ 35
7 50˝ x 66½˝ 84¼˝ 76½˝ 40

100˝ 60˝ x 80˝ 97¾˝ 91˝ 50
10 72˝ x 96˝ 115˝ 108˝ 55
11 78˝ x 104˝ 124¼˝ 116˝ 65
150˝ 87˝ x 116˝ 136¼˝ 129½˝ 78
15 108˝ x 144˝ 165¾˝ 158˝ 90

HDTV Format (16:9)
65˝ 31¾˝ x 56½˝ 72½˝ 65½˝ 34
73˝ 36˝ x 64˝ 80˝ 73˝ 36
82˝ 40½˝ x 72˝ 89˝ 82˝ 38
92˝ 45˝ x 80˝ 97½˝ 90˝ 50
106˝ 52˝ x 92˝ 110˝ 104˝ 58
119˝ 58˝ x 104˝ 122˝ 115˝ 65
133˝ 65˝ x 116˝ 135˝ 127˝ 75
161˝ 79˝ x 140˝ 160¼˝ 152˝ 80

*Additional drop will increase overall case length and dowel length. Case may be recessed 
mounted. Dowel clearance for recessed mounting equals dowel length plus ˝.
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Premier installation at Auburn Technology Learning Center, Concord Twp., OH.  
Dealer: Soundcom Systems, Berea, OH. Photography: © Hal Stata, Cleveland, OH. 

This screen is available with optional 
Quiet Motors, Built-In Low Voltage 
Controls, or both Quiet Motors and 

Built-In Low Voltage Controls.   
See page 4 for more details.
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