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Minimum Hardware

Requirements

1. Pentium 3 Class microprocessor or better

2. CD/RW Recorder

3. 32Mbytes of RAM

4. 10Mbytes of free disc space on your hard drive

Minimum Software
Requirements

1. Windows 2000, XP, 2003 or Vista.

Software Installation

1. Insert the LightScribe Installation Disc into the
CD drive of your computer.

2. Using the “My Computer” icon or Windows
Explorer, click on the CD drive

3. From the CD Drive, double-click the setup.exe
to run the setup program.

4. Follow the Installation Wizard to start the

installation process, see screen below:
15l Lightscribe Template Labeler vi1 Setup: License Ag... G=NE0N x|

Please review the license agreement before instaling . f you accept all
terms of the agreement, select the first option below. Click Next to continue.

INSTALLATION UTILITY End User License Agreement -

BE SURE TO READ THIS INSTALLATION UTILITY END USER LICENSE
AGREEMENT ("AGREEMENT") BEFORE TRYING TO USE THIS
INSTALLATION UTILITY.

VINFOWER INC. ("VINPOWER") GRANTS YOU THE RIGHT TO USE THIS
INSTALLATION UTILITY ONLY IF YOU AGREE TO BE BOUND BY THE
TERMS AND CONDITIONS OF THIS AGREEMENT. THE INSTALLATION
UTILITY 15 LICENSED, AND NOT SOLD, TO YOU BY VINPOWER, AND

MAY BE USED ONLY FOR THE LIMITED PURPOSES ALLOWED UNDER =
(* | Accept

" 1 Dont Accept

Cancel

5. During the installation process, you will be
prompted for a Product Key. Such product key
can be found on the Installation Disc.

Note: Product key below is for display ONLY.
15 LightScribe Template Labeler vi1 Setup: User Infor... |L=|= .S

Please enter your information

Name: |user

Company: |

ProductKey: 12345 - [11111

IMPORTANT: You can find your preduct key on your installation disc.

Back

Cancel | Next |

6. You will then be asked to choose the
LightScribe writer model that was installed in
your duplication system. The default writer that
comes with your system should be pre-selected.
You can then click Install to continue the

installation process.
15 LightScribe Template Labeler v1.1 Setup: Select your.. .=/ 5} eSS

Supported Drives: Your Selected Drives:

Asus_1814 IDE Asus_2014 IDE -
Asus_1612BL_IDE
Asus_2014 SATA
HP_DVD1040
LiteON_20x_IDE
LiteOM_20x_SATA
LG_GSA_H55_IDE -
LG_BLU_SATA

MEC_7201_IDE

Pioneer _113k5

Pioneer_213_SATA

= |

Back

Cancel




7. During the installation process, the following
applications will be installed:
LightScribe System Software

it LightScribe System Software 1.12.29.2 - InstallShield Wizard 3]

Welcome to the InstallShield Wizard for
LightScribe System Software 1.12.29.2

Software 1.12.29.2 on vour computer, To continue, click
Mext.

WWARMING: This program is pratected by copyright law and
international treaties,

LightScribe Template Labeler

i‘é‘u LightScribeTemplatel abeler - InstallShield Wizard |'E]

Welcome to the InstallShield Wizard for
LightScribeTemplateLabeler

The Installshield{R) Wizard will instal
LightScribeTemplateLabeler on your computer, To continue,
click Next,

WARNING: This pragram is protected by copyright law and
international treaties,

[ Next = ] [ Cancel ]

8. Upon successful installation of the above
software, click the Finish button to complete the
installation.

15 LightScribe Template Labeler v1.1 Setup: Completed ESREEE

K| Completed

1.

Show details
_showdeaie_| 2.

Software Quick Start

User Guide

The InstallShield{R) Wizard will install LightScribe System The fOIIOWIng QUiCk Start GUide WI” demonstrate
how to use the Template Labeler to generate the label
files that can be used by the LightScribe Duplicator.

Launch the LightScribe Template Labeler

click the shortcut' 58| on your desktop

Or you can find the program launch shortcut
in Start > All Programs > LightScribe Direct
Disc Labeling > LightScribe Template
Labeler.

Note: Since we use this software for design
and layout purpose, please ignore the
“LightScribe Disc Insertion” prompt below
by pressing the OK button.

= LightSeribe Template Labeler.

§ LightScribe
Template Labeler

Please insert a LightScribe disc
into your drive, label-side down.

[ Do ot show this message again

Select Template

Choose one of the preinstalled templates, or
click on "Get More Templates" to download
additional templates)

Select the Category filter function to more
easily view and choose a template. Note that
each template may appear in multiple
categoriesp)

Click on Template choice to activate.
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Insert Text and/or Pictures

Depending on the template chosen, you may
have options to modify text box(es) or
picture(s).

For inserting pictures, just click on the
dedicated area to select the picture you'd like
to use()

Use the Zoom button or the scroll wheel of
your mouse to size the picture, then drag it to
position it within the selection windoysg)

For text, just click on the text field, then type
the text you'd like to appear within the text
field. Note you can enter multiple lines of text
depending on the template chosen.

Get More Template
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4.

5.

Preview and Print Label

Click on "Preview and Print" to bring up the
print window.

Select the "Best" contrast mode for the
darkest print)

Select the label surface color of the disc you
wish to label ontag)

Click "Print" to start the label file (.hgo files)
generating process if you are satisfied with
the previewy).

Note: You will be asked for the location of the
label files you wish to save into. Please create
a folder with a name you wish to give for the
label.

Warning: Make sure the folder name that
contains those label files does not contain
foreign characters like Chinese.

= LightSeribe Print Options,

Select LightScribe Drive: Preview:

Select your disc color: {Lean

o000

Drive: [rgower

Drive status: Ready to label

Refresh

Select Prink Dptions:

Contrast Level: [0~
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Create a Data CD with the generated label
file(s)

Locate the folder where you saved your label
file(s) (.hgo files).

Create a Data CD with the folder containing
your label file(s) via a CD/DVD Creating
Software; like Nero Burning-ROM or Roxio
Classic CD Creator.



Note: The Data CD MUST contain and ONLY
contain at least a folder that includes the
generated label files. No label filename changes
is allowed. However, you can change the folder
name to better suit for those label files.

Using LightScribe Duplicator to print copies
of your disc label
Power On the LightScribe Duplicator

Place the Data CD that contains the label files

you wish to copy into the®)(Top) Tray.

Place all LightScribe medisith printing
surface facing down into the remaining
writer trays.

Go to menu2. Print” by pressing UP or
DOWN navigation buttons. Then press
“>>"[*ENT” key once to start the label printing
process.

Upon completion, the printed discs will be
ejected.



Other Label Printing

Related Operations

In addition to printing labels through the reader
directly disc to disc on your LightScribe
duplicator, there are other label printing related
operations available as described below:

Menu 3: Copy+Print
This function allows the user to perform the
disc duplication then the disc labeling
operation as part of one process. The user
merely needs to flip the disc from the data
side to the label side after each duplication
pass.

To use this function, the data file required for
duplication and the label (.hgo file) required
for labeling will need to be preloaded onto the
duplicator’s internal hard drive. For more
information please refer to the following
tutorials in the user manual [Tutorial Guide:
Load Master Disc onto the Hard Drive] AND
[Menu 12.1 Load Label] in this supplement.

Menu 12.1: Load Label
This operation allows you to load your
existing label (.hgo file) from a disc onto the
duplicator’s hard drive (HDD).

For instructions on how to create a Label
Disc for the (.hgo file) please refer to page 3
of this supplement manual [5. Create a Data
CD with the generated label file(s)].

Menu 12.2: Rename Label
This operation allows you to rename your
existing label in the duplicator’s hard drive.

For instructions on how to Load a Label onto
the duplicator’s hard drive please refer to
menu [12.1 Load Label] in this supplement.

Menu 12.3: Delete Label
This operation allows you to delete your
existing label in the duplicator’s hard drive.

For instructions on how to Load a Label onto
the duplicator’s hard drive please refer to
menu [12.1 Load Label] in this supplement.

Menu 12.4: Print Surface 1D
This operation allows you reveal the ID code
of the media’s label surface for tech support
troubleshooting purposes.

Menu 12.5: Select Loading Drive
This operation allows you to choose the
default drive to read the label file(s) on to the
duplicator’s hard drive when you perform
the Load Label operation.



