
1. Connect the USB cable from the computer to the camera.
2. Open the program PhotoSuite 4.0.  

3. Click on the “Get” icon.   

4. Then select the “Digital 
Camera (TWAIN)” button.

5. Next, select the 
“Download” button.     

QUICK GUIDE TO DOWNLOADING 
IMAGES FROM CAMERA TO COMPUTER:
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System Requirements:
Pentium 166MMX minimum
(Recommended Pentium II 266)

Windows 95/98/ME/NT and Windows 2000
Minimum 32 MB of RAM

USB port
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9. Then click on the ÒExitÓ icon to return to PhotoSuite 4.0 software. 

10. You will the see 
the following 
screen in 
PhotoSuite 4.0 
confirming the 
download and 
showing the 
location of the 
images.  Click on 
the ÒOKÓ button

11. Now all of the 
downloaded 
and transferred 
images will 
appear as 
thumbnails in 
the right hand 
column.  Just 
double-click the 
thumbnail you 
wish to view 
and edit.

12. When finished editing and saving pictures click on ÒFileÓ and 
ÒExitÓ to leave the program.

6. The following 
download screen 
should appear.  

7. To start the download process click on the download icon. 

You will then see 
the following
screen:

8. Select the ÒTransferÓ or ÒTransfer ALLÓ icon to transfer the 
images to the PhotoSuite 4.0 software.
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