INSTRUCTIONS

NOTE: INSTALLATION BY A
LICENSED ELECTRICIAN IS
RECOMMENDED. INSTALLATION
AND USE OF THIS EQUIPMENT
SHOULD BE IN ACCORDANCE
WITH PROVISIONS OF THE
NATIONAL ELECTRICAL CODE,

MAX. MIN.,
' / &0 1

Model AKDT60
Electronic Fan/Light
Time Switch

*
APPLICABLE LOCAL CODES AND 4 1
PERTINENT INDUSTRY 30
STANDARDS. TIME SET EXAMPLE
*n 60 Minute Version
15 Minute Increments
{Time setting - 5 minutes)
{ ’ Diagram A
H . TURN POWER OFF AT CIRCUIT BREAKER OR 4. Carefully place the wires and switch into wall box and
InStaI Iat_lon FUSE PANEL. secure with two mounting screws.
|nStru CtlonS . Remove cover plate and existing switch from wall 5. Using a small screwdriver, set time required by dialing
box if one is presently installed. the TIME SET switch found in the upper left corner of
. Referring to Diagram 1 or Il below, connect the wires plate to desired position. (Diagram A)
from the fanflight time switch to the wires in the wall 6. Install wall plate. Make sure the switch is set to the
box using the wire nuts supplied. OFF position.
7. Turn power on at circuit breaker or fuse panel.
Wirl ng . Standard Fan/Light Application Il. Single Timed Load Application
Diagrams v [2] 2 e [2] o .
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Operati ng To turn fan and light on for continuous operation, move paddle switch upwards to the ON position.
= Move paddle switch downwards to the TIME position to turn the light off. The fan will stay on for the timing
Instructions eycle.

To turn the fan and light off, move the paddle switch to the center OFF position.

Line Voltage Input: 120 VAC

Qutput: 1/3 HP

500W MAX INCANDESCENT

Warranty: 5 Years

Not For Use in sunlamps or tanning equiptment

Avaiable online at www.REWCI.com




