Compact Whole House
HEPA Filtration Unit

e Easy to install on existing
ductwork of forced air
furnace or air handler

e (Cleans the air in an average
size house once each hour

e Triple filter systems includes
prefilter, carbon filter and
certified HEPA filter

e Collects 99.97% of
particles down to 0.3
microns including dust,
pet dander, mold, tobacco
and cooking smoke.

CM Series Electrical Data
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CM Series Dimensional Data

MODEL VOLTS AMP RATING|5' CORD w/3 PRONG PLUG I-’(8u DlA.‘l|
CM 3000 118V 1.0A YES '\\ /;'
CM 30001 115V 1.0A YES -
.-/,’_-\\'\
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CM Series Performance Data

MODEL AIRFLOW CAP. cfm (L/s)
CM 3000 240 (110)
CM 30001 240 (110)

SUPERIOR WARRANTY 1

MODEL A B C PORTS A .
CM 3000 16" (414mm) | 20" (508mm) | 10.5" (267mm) |2 @ 8" (203mm) — !
CM 30001 | 17" (430mm) | 20.6" (524mm) | 11.2" (283mm) |2 @ 8" (203mm) -
B

MOTORS: 7 YEAR [LIMITEDI 1

]

OTHER COMPONENTS: 5 YEAR ILIMITED] 1

CARBON FILTER

CM 3000

CM 3000 I

Choose From Two
Different Models

Model CM3000 -

Compact, easy to install Collar
Mount Unit comes with four
collars, two pieces of UL
Listed 8" flexible duct and
hanging chains.

Model CM3000 I -

Insulated version of the CM3000
for use in unconditioned spaces
such as attics & garages.
Insulated outer shell prevents
condensation problems.

Installation —

Easy to install on existing duct-
work of forced ar furnace or air
handler. Mounts horizontally or
vertically.

Can also be used as an
independent system mounted in
the attic, crawl space or closet.
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WARRANTY DOES NOT COVER FILTERS
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