that produces extremely detailed imagery. The
19RTA comes with a LCD technology that emits
sharp contrast of 1000:1 betw een light and dark
images.

The 19RTA offers optional audio enhancements
including Built-in-Speakers and Gradual Volume
Increase. It offers wide range of special fea-
tures such as 3D Comb Filter, Multi-Lingual Menu
and Trigger Function. The cabinet looks stylish
with a black finish

Screen Size

Resolution

Pixel Type
Contrast Ratio

Brightness

Aspect Ratio

Color Depth
Viewing Angle (H/V)
Pixel Pitch

Response Time

Video System
Frequency (H)

Frequency (V)

Audio in / out
(RCA Type)

Consumption

Electrictal Ratings

Circumstance
Operating
Temperature

Outline Dimensions
(w ith stand)

Outline Dimensions
(w ithout stand)

Net Weight
Cabinet Finish

Warranty Part &
Labor

19

1280 x 1024 @60 Hz
Active Matrix TFT
1000 : 1

300 cd/ m2

5:4

16.7M

160° / 160°
0.294 x 0.294 mm
< 5ms (Typical)
NTSC/PAL

31 ~ 64 kHZ (H)
55 ~75 Khz (V)

Optional

<40W/ Pow er Saving (EPS,
VESA DMPS Nutek Compliant)

DC 12V / 3A

10°C ~ 40°C/50° F ~ 104°F

15.04” X 13” X 2.36” mm

430 x 371 x 58.7 mm

5.94kg (13.1 Lbs)
Black

1 Year & 1 Year



