
Outer Edge® 

SUPER-LED® EXTERIOR REAR LIGHTBARS 

Vehicle specific Super-LED horizontal 
and Pillar mount warning for 2010-2011 
Chevy Suburban/Yukon/Tahoe models.
_________________________________

Whether the rear hatch of your vehicle is 
open or closed, Whelen now offers lighting 
protection specific to the back of that vehicle. 
Horizontal and vertical models are made for 
the rough treatment, weather and chemical 
exposure that’s part of your job environment.

FEATURES
OE13UR8 and RP13** Models
• Fits 2010 – 2011 Chevy Suburban/

Yukon/Tahoe vehicles.
• Clear, non-fluted lenses are sealed to 

the ABS vacuum-formed housings.
• Housings mount to body and back 

window with 3M® VHB tape, included.
• Lightheads are fully encapsulated 

for superb moisture and vibration 
resistance. 

• Scan-Lock™ lets you scan through 
multiple flash patterns and select the 
desired pattern.

• Available in amber, blue, red and white. 

OE13UR8 Horizontal Mount Models
• Eight LINZ6™ lighthead modules 

mounts, on the upper portion of the 
vehicles rear window.

• Eight lamp Traffic Advisor™, or eight 
lamps total with six lamp Traffic Advisor 
and two end flashing lamps.

• Warning offers 7 flash patterns.
• Traffic Advisors offer four Scan-Lock 

patterns.
• Requires customer supplied switching 

or optional Whelen TADCTL1 Traffic 
Advisor Control Head.

RP13** Vertical Pillar Mount Models
• Six LINZ6 lightheads and two Vertex 

lightheads. 
• Mounts above the brake/tail/turn 

assembly rear pillar.
• Requires customer supplied switches.
• 25 flash patterns available.

LI
GH

TB
AR

S

 American Employees, American Manufacturing, American Pride!

®

Form#OE12011 

OE13UR8

RP13RB

®

MODELS
Pillar Vertical Mount
RP13**: ..........Rear Pillar
RP§§§00: ......Six Super-LED modules

Rear Window Horizontal Mount
OE13UR8: .....Eight lamp, programma-

ble for warning or Traffic 
Advisor

OE13UR8T: ...Six lamp, Traffic Advisor 
with two end flashers

OZP§§§00: ....Eight Super-LED module

HOW TO ORDER COLORS
* = Replace * in model number with color desired 
 for +Vertex lightheads: 
 A = Amber, B = Blue, R = Red and C = White
§ = Replace symbol (§) in model number of each color
 LED lighthead desired, order of colors are Red, 
 Blue, Amber and White. 



With Vertex™ & LINZ6™ Lightheads
RP13** PILLAR MOUNT FLASH PATTERNS
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Lighted Outer Edge lightbars provide a very bright directional warning signal.

OE13UR8 HORIZONTAL MOUNT FLASH PATTERNS
FOR TRAFFIC ADVISOR AND FLASHING WARNING™

Sequence SequenceOn - OFF

1 Lamp TripleFlash™

2 Lamp TripleFlash

Sequence On Solid (default pattern)

Traffic Advisor Sequence Warning Flash Patterns

Comet 75Flash™

Single 375Flash

Single 150Flash

Single 75Flash

ActionFlash™

ActionScan™

SignalAlert 75 (default pattern)™
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OUTER EDGE® Specifications

Unlit Outer Edge lightbars have the 
stealth look.


