1.	Lower the tailgate and remove the access panel with a Torx T-30 screwdriver.


2.	Release the rod ends from the scissor links, remove the two 10 MM nuts holding the scissor bracket and remove it and the handle.


3.	Test the system by bolting the POWER LOCK to the handle and the scissors bracket with the two nuts, connect it to the short and the long wiring harness and take it forward into the cab to test wire it.


Remove the kick panel and locate the wiring harness. Locate the appropriate wires according to the following table and attach the two blue wire taps to them and squeeze them shut with a pair of pliers 








      	


Year�
�
Model�
�
Harness Location�
Wire Code�
Wire Code�
�
�
�
�
�
�
�
�
�
87-92�
�
F150, F250/F350�
Driver side Dash Panel�
Pink/Yellow Stripe�
Pink/Green Stripe�
�
93-95�
�
F150, F250/F350�
Driver side Dash Panel�
Pink/Yellow Stripe�
Pink/Green Stripe�
�
94-96�
�
F150, F250/F350�
no keyless entry�
Driver side Dash Panel�
Pink/Yellow Stripe�
Pink/Green Stripe�
�
94-96�
�
F150, F250/F350�
keyless entry�
Driver side Dash Panel�
Pink/Black Stripe�
Pink/Red�
�
93 -00�
�
Ranger�
�
Passenger Kick Panel�
Pink/Black Stripe�
Pink/Red�
�
91 up�
�
Ranger�
�
Passenger Kick Panel�
Pink/Black Stripe�
Pink/Orange�
�






5.	Connect the long wiring harness to the blue wire taps and test the system. Lock and unlock the doors using the power door lock switch. The locking mechanism of the power tailgate lock should lock and unlock the driver’s side scissor link.. Reverse the wiring if the operation is out of phase. You can now unplug the wires from the blue leads.


6.	Reinstall all the components into the tailgate. Connect the rod ends into the scissor links.


7.	Feed the round bullet connectors on the end of the short wiring cable into a drain hole at the bottom of the tailgate and up the tailgate to the handle opening. Connect them to the wires of the power tailgate lock. 


8.	Route the end of the short cable from the tailgate between the bumper and the truck bed.


9.	Connect the short wire harness to the long wire harness. Locate the connector so that you can reach it to remove the tailgate. Coil and tie the extra length of the short wiring harness inside the tailgate. Don’t attach it to the truck.   


10.	Route the long wire harness along the frame rail and the existing wiring on the driver’s side of the truck. Use cable ties to attach the harness to the existing wiring underneath the truck. Follow the existing wiring under the cab and up the firewall to the grommet at the hood-release cable. 


11.	Pull the wires through the grommet and lead them to the blue connectors you attached to the wiring in Step 4. The system is now fully installed. Perform a final check and reverse the wires if necessary.








