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Connecting the ductworkConnecting the ductworkConnecting the ductworkConnecting the ductworkConnecting the ductwork
• Install ductwork, making connections in the

direction of airflow as illustrated.
• Push duct over the exhaust outlet.
• Wrap all duct joints and the flange connections

with duct tape for an airtight seal.
• Make the same connection in the wall or ceiling

vent exit.
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Air deflector installationAir deflector installationAir deflector installationAir deflector installationAir deflector installation
(Recir(Recir(Recir(Recir(Recirculating accessories)culating accessories)culating accessories)culating accessories)culating accessories)

• Assemble the air deflector with the duct cover
bracket with 4 assembly screws provided as
shown.

• Measure from the bottom of the air deflector to
the bottom of the hood outlet, as shown.

• Cut the duct at the measured size.
• Uninstall the air deflector removing the 4

assembly screws.
• Slip the duct onto the bottom of the deflector.
• Place the assembled deflector and duct over the

exhaust outlet from the hood.  Assemble the air
deflector with the duct cover bracket with 4
assembly screws provided as shown.

• Use duct tape to seal the deflector and at the
exhaust outlet from the hood.

Installing the hood
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Features

1.1.1.1.1. Blower  and light controls
2.2.2.2.2. Lamp housings
3.3.3.3.3. Grease filter Handle
4.4.4.4.4. Grease filter
5.5.5.5.5. Canopy
6.6.6.6.6. Duct covers
7.7.7.7.7. Louver holes (Only for Recirculating version)

�

*

� 
�+

�

Features



1414141414

Control buttons

This hood is equipped with an electronic motor and
lamp control.
The control is able to set 4 different fan speeds, turn
ON/OFF light and has a timer function.

In the following drawing are described the main key
functions.

1. Light Button1. Light Button1. Light Button1. Light Button1. Light Button
• Press lamp button to turn ON the light (Lamp

state previously OFF).
• Press lamp button to turn OFF the light (Lamp

state previously ON).

2. Timer Button2. Timer Button2. Timer Button2. Timer Button2. Timer Button
• The default timer setting is 10 minutes, and it

can be adjusted between 20 minutes and
1minute.

• After pressing the timer button, the control
enters to a timer setup mode, and user can
adjust the timer countdown time with the
“ ” and “ ” buttons within 5 seconds.
The timer can be initiated immediately
pressing the timer button, after setting the
timer duration or pressing the timer button
twice (default 10 minutes setting).

• If no action occurs within 5 seconds, the
countdown will start.

• During the timer setup the “ ” and “ ”
buttons are dedicated to the timer and no
motor action will occur.

• Once the timer is initiated, it can be cancelled
by pressing the timer button again.

3. Display3. Display3. Display3. Display3. Display
• Shows the hood settings.

4. “4. “4. “4. “4. “ ” Button. Speed Decr” Button. Speed Decr” Button. Speed Decr” Button. Speed Decr” Button. Speed Decrease / OFFease / OFFease / OFFease / OFFease / OFF
• This button is used to decrease the fan speed,

or turn OFF the fan.
• The fan will turn OFF if the “ ” button is

pressed and the hood was in the first speed.
• If the fan is at second speed and the “ ”

button is pressed, the fan will be set to first
speed.

• If the fan is at third speed and the “ ” key is
pressed, the fan will be set to second speed.

Control buttons

• If the fan is at fourth speed and the “ ”
button is pressed, the fan will be set to third
speed.

• If the fan is OFF and the “ ” button is
pressed, the control backlight will light up.

5. “5. “5. “5. “5. “ ” Button. Speed Incr” Button. Speed Incr” Button. Speed Incr” Button. Speed Incr” Button. Speed Increase / ONease / ONease / ONease / ONease / ON
• This button is used to increase the fan speed,

or turn ON the fan.
• The fan will turn ON if the “ ” button is

pressed and the hood was OFF.
• If the fan is at first speed and the “ ” button

is pressed, the fan will be set to second
speed.

• If the fan is at second speed and the “ ”
button is pressed, the fan will be set to third
speed.

• If the fan is at third speed and the “ ”
button is pressed, the fan will be set to fourth
speed.

• If the fan is at fourth speed and the “ ”
button is pressed, a beep will sound.

IMPORTANT: If the hood doesn’t switch ON, before
calling for service, check if the internal General ON/
OFF Pushb-utton Switch is switched ON.

General ON/OFF
Push button Switch

Back side of the hood

Frontside of the hood
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1515151515

Special functionsSpecial functionsSpecial functionsSpecial functionsSpecial functions

Clock prClock prClock prClock prClock programmingogrammingogrammingogrammingogramming
• The clock can be reprogrammed at any time except during an active timed function.
• The clock can be displayed in a twelve hour format and valid clock times are from 1:00 to 12:59.
• The clock can be reprogrammed pressing the “TTTTTimerimerimerimerimer” button for 5 seconds, and after, the clock can be

adjusted with the “ ” and “ ” buttons. Colon “:” will flash indicating clock programming mode.

• The user can have minute increments / decrements of 1 minute, but if the user keep pressing the “ ”/

” ” buttons for more than 1 second, the increments / decrements will be of 5 minutes.
During this option the control will round to the nearest 5 minutes.

• The user can finish on reprogramming the clock pressing the “TTTTTimerimerimerimerimer” button.
• After 1 minute of no button pressed the control will accept the programmed clock time and will add one

minute to the set clock.

GrGrGrGrGrease filter saturation alarmease filter saturation alarmease filter saturation alarmease filter saturation alarmease filter saturation alarm
• After thirty fan functional hours, the display will show “GrGrGrGrGrease Filterease Filterease Filterease Filterease Filter” if the fan is active.

When this icon is shown in the display, the grease filters installed are required to be washed.

• To reset the grease filter saturation alarm the user must press the “ ” button for 5 seconds, after this
action the icon “GrGrGrGrGrease filterease filterease filterease filterease filter” is not displayed, and the hood has the normal display operation.

CharCharCharCharCharcoal filter saturation alarm (Recircoal filter saturation alarm (Recircoal filter saturation alarm (Recircoal filter saturation alarm (Recircoal filter saturation alarm (Recirculating accessories)culating accessories)culating accessories)culating accessories)culating accessories)
• After one hundred and twenty functional hours of the fan, the display will show “CharCharCharCharCharcoal Filtercoal Filtercoal Filtercoal Filtercoal Filter” if the fan

is active. When this icon flashes on display, the charcoal filters installed are required to be replaced or
reactivated.

• To reset the charcoal filter saturation indication the user must press the “ ” button for 5 seconds, after
this time the icon “CharCharCharCharCharcoal filtercoal filtercoal filtercoal filtercoal filter” is not displayed and the hood has the normal display operation.

Audible signal activation and deactivationAudible signal activation and deactivationAudible signal activation and deactivationAudible signal activation and deactivationAudible signal activation and deactivation
• The audible signals can be activated or deactivated pressing the “LightLightLightLightLight” button for 5 seconds.
• If the audible signal is activated, a tone must sound and the “SndSndSndSndSnd” symbol must appear on the display for

2 seconds.
• If the audible signal is deactivated, the “SndSndSndSndSnd” symbol must appear on the display for 2 seconds and no

tone must sound.

CharCharCharCharCharcoal filter inclusion and exclusion (Recircoal filter inclusion and exclusion (Recircoal filter inclusion and exclusion (Recircoal filter inclusion and exclusion (Recircoal filter inclusion and exclusion (Recirculating accessories)culating accessories)culating accessories)culating accessories)culating accessories)

• The charcoal filter inclusion or exclusion can be set by pressing the “ ” and “ ” buttons at the same
time for 5 seconds.

• The Inclusion or exclusion of charcoal filter must be selected while the lamps and the motor are OFF.
• When the charcoal filter has been excluded, the charcoal filter alarm is disabled.

Heat sensorHeat sensorHeat sensorHeat sensorHeat sensor
• The control is equipped with a heat sensor that will turn on the blower at second speed if excessive heat

occurs (over 158° F158° F158° F158° F158° F or 70°C70°C70°C70°C70°C) surrounding the control area.
• If the blower is OFF or if it is operating at first speed, the blower will be set automatically to second speed,

the display shows the word "CArECArECArECArECArE" to indicate that heat sensor has detected an excessive heat.
• During this state, the user may raise the blower speed to third speed but can not decrease the speed.
• When the temperature level on the hood drops to normal, the blower will operate in the setting defined by

the user before the alarm occured.

Control buttons - Special functions
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For Best rFor Best rFor Best rFor Best rFor Best resultsesultsesultsesultsesults
• Continuous use of the fan system while cooking helps keep the kitchen comfortable and less humid.
• It also reduces cooking odors and soiling moisture that create a frequent need for cleaning.
• Turn the blower on before starting to cook.
• Use a rear burner when browning or pan frying meat.
• Open a window or inside door slightly.
• Clean the filters and the wall behind the filters frequently.
• The blower should be turned on for a few minutes beforbeforbeforbeforbeforeeeee cooking in order to establish air currents upward

through the hood. Thus when heat, smoke, moisture, grease and cooking odors are produced, they will
be carried outside instead of drifting into other rooms.

• Use the low speeds for normal use and the higher speeds for strong odors or fumes.
• Drafts across the range or cooktop will cause the escape of heat, smoke, moisture, grease and cooking

odors from the hood. Such drafts should be prevented in so far as possible.
• The best job of ventilation in the kitchen is done where the only air currents are those created by the

blower itself.
• For Gas Cooktops, For Gas Cooktops, For Gas Cooktops, For Gas Cooktops, For Gas Cooktops, a lower blower speed should be used if:
• the gas flame is being distorted by the air movement.
• the burner continually sparks (clicks)
• the burner flame repeatedly blows out.



1717171717

Care and cleaning

The efficiency of the range hood system depends on
the cleanliness of the intake and filters.
The frequency of cleaning depends on the amount
and type of cooking.
• Do not use the ventilating system without the

filters in place or with grease-laden filters or
surfaces.

To avoid risk of fire and explosion do not use
flammable liquids or solvents.
Always unplug or disconnect the appliance from the
power supply before servicing.

Be sure the entire hood (including the filters and light
bulbs) has cooled and grease has solidified before
attempting to clean any part of the appliance.

FiltersFiltersFiltersFiltersFilters
The metal grease filters are made of anodized
aluminum and are long lasting.

TTTTTo Remove The Metal Gro Remove The Metal Gro Remove The Metal Gro Remove The Metal Gro Remove The Metal Grease Filtersease Filtersease Filtersease Filtersease Filters
• Turn the fan and lights off.
• Pull the spring release handle.

 

TTTTTo Replace The Metal Gro Replace The Metal Gro Replace The Metal Gro Replace The Metal Gro Replace The Metal Grease Filtersease Filtersease Filtersease Filtersease Filters
• Reverse procedure.
TTTTTo Clean Filterso Clean Filterso Clean Filterso Clean Filterso Clean Filters
••••• It is recommended that the filters be washed at

least once a month; they can be washed by hand
or in the dishwasher.

• Drain water through edge holes and let each filter
dry thoroughly before replacing it.

Care and cleaning

LightsLightsLightsLightsLights

Before replacing the lamps, switch power off at
service panel and lock service panel disconnecting
means to prevent power from being switched on
accidentally.

NOTE:   TNOTE:   TNOTE:   TNOTE:   TNOTE:   Turururururn ofn ofn ofn ofn off the lights and fan.  Allow the lightsf the lights and fan.  Allow the lightsf the lights and fan.  Allow the lightsf the lights and fan.  Allow the lightsf the lights and fan.  Allow the lights
to  to  to  to  to  coolcoolcoolcoolcool befor befor befor befor before handling.e handling.e handling.e handling.e handling.  If new lights do notIf new lights do notIf new lights do notIf new lights do notIf new lights do not
operate be suroperate be suroperate be suroperate be suroperate be sure lights are lights are lights are lights are lights are inserted corre inserted corre inserted corre inserted corre inserted correctly beforectly beforectly beforectly beforectly beforeeeee
calling service.calling service.calling service.calling service.calling service.

Replace LightsReplace LightsReplace LightsReplace LightsReplace Lights
• Remove the inner lamp lens cover by inserting a

small flat blade screwdriver into each of the three
slots and gently prying it free.
NOTE:  Do not remove the outer trim ring (lamp
assembly).

• Grasp the bulb and pull it straight out.
• Replace with 12 volt, 20 watt halogen bulbs with

a G4 base SUITABLE FOR USE IN OPEN
LUMINAIRES.
Follow package dirFollow package dirFollow package dirFollow package dirFollow package directions, wear gloves, do notections, wear gloves, do notections, wear gloves, do notections, wear gloves, do notections, wear gloves, do not
touch bulb with your bartouch bulb with your bartouch bulb with your bartouch bulb with your bartouch bulb with your bare fingers.e fingers.e fingers.e fingers.e fingers.

�
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• Replace inner cover by inserting the three
retaining tabs into the three slots and pressing
them firmly in place.
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Optional CharOptional CharOptional CharOptional CharOptional Charcoal Filterscoal Filterscoal Filterscoal Filterscoal Filters
If the model is not vented to the outside, the air will be recirculated through disposable charcoal filters that
help remove smoke and odors.
The charcoal filters cannot be cleaned.
They must be replaced.
The charcoal filters are clipped inside of each metal grease filter (mounting instructions included with charcoal
filters kit).
The charcoal filters should be replaced every 4-6 months (depending on hood usage).
NOTE: NOTE: NOTE: NOTE: NOTE: DO NOT rinse, or put charcoal filters in an automatic dishwasher.
NOTE: NOTE: NOTE: NOTE: NOTE: Charcoal filters are not not not not not included with the hood.
They must be ordered from your supplier.
Order the needed kit specifying your hood model and width size.

CharCharCharCharCharcoal filter placement (Recircoal filter placement (Recircoal filter placement (Recircoal filter placement (Recircoal filter placement (Recirculating accessories)culating accessories)culating accessories)culating accessories)culating accessories)
Fit the charcoal filter mattress on the upper side of each grease filter.
Use provided springs to fix it in place.
Note: Note: Note: Note: Note: When removing for replacing for a new one do not remove Fixing Springs, simply pull out one and
rotate outwards.

CleaningCleaningCleaningCleaningCleaning
• Always use the mildest cleaner that will do the

job. Use clean, soft cloths, sponges or paper
towels.

• Rub stainless steel finishes in the direction of the
grain. Wipe area dry to avoid water marks.

• After cleaning, place all parts in their proper
positions before using.

The cleaners recommended below indicate a type
and do not constitute an endorsement. Use all
products according to package directions.

Hood SurfaceHood SurfaceHood SurfaceHood SurfaceHood Surface
Painted Surfaces: Painted Surfaces: Painted Surfaces: Painted Surfaces: Painted Surfaces: For general care, wipe the outside
of the hood with sudsy water or household cleaners
such as Fantastic or Formula 409, rinse well and dry
with a clean soft cloth to avoid water marks.
Stainless Steel Surfaces:Stainless Steel Surfaces:Stainless Steel Surfaces:Stainless Steel Surfaces:Stainless Steel Surfaces: Wipe and dry stainless
steel in the same direction as the grain. Avoid using
too much pressure, which may mar the surface. To

remove finger prints and give added shine, use
cleaners such as Stainless Steel Magic. Do not allow
any cleaning compounds to remain in contact with
stainless steel for extended periods.
Plastic surfaces:Plastic surfaces:Plastic surfaces:Plastic surfaces:Plastic surfaces:  Wipe with a moist soapy sponge.
Rinse and dry.
Aluminum Mesh Filters: Clean filters in the dish-
washer or by agitating in sudsy water. Ensure that
there is no soil trapped in the fine mesh. Dry the
filters before reinstalling them.
Anodized Aluminum surfaces: Anodized Aluminum surfaces: Anodized Aluminum surfaces: Anodized Aluminum surfaces: Anodized Aluminum surfaces: Top cap is not remov-
able. Wash top and underside with hot sudsy water.
Rinse and wipe dry or apply Fantastic® or Formula
409® first to a clean sponge or paper towel and
wipe clean. DO NOT USE powdered cleansers or
steel wool pads.
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RANGE WRANGE WRANGE WRANGE WRANGE WARRANTYARRANTYARRANTYARRANTYARRANTY Your range is protected by this warranty
In the U.S.A.,In the U.S.A.,In the U.S.A.,In the U.S.A.,In the U.S.A., your appliance is warranted by Electrolux Home Products North America, a division of White
Consolidated Industries, Inc. We authorize no person to change or add to any of our obligations under this
warranty. Our obligations for service and parts under this warranty must be performed by us or authorized
Electrolux Home Products North America servicer. In CanadaIn CanadaIn CanadaIn CanadaIn Canada, our appliance is warranted by Electrolux
Canada Corp.

LIMITED
WARRANTY
(Applicable to
the State of Alaska)

FULL ONE-YEAR
WARRANTY

One year from
original purchase
date

WARRANTY
PERIOD

THROUGH OUR AUTHORIZED
SERVICERS, WE WILL:

THE CONSUMER WILL BE
RESPONSIBLE FOR:

Time periods
listed above

Pay all costs for repairing or replacing any
parts of this appliance which prove to be
defective in materials or workmanship.

All of the provisions of the full and limited
warranties above and the exclusions
listed below apply.

Costs of service calls that are listed
under NORMAL RESPONSIBILITIESNORMAL RESPONSIBILITIESNORMAL RESPONSIBILITIESNORMAL RESPONSIBILITIESNORMAL RESPONSIBILITIES
OF THE CONSUMER.*OF THE CONSUMER.*OF THE CONSUMER.*OF THE CONSUMER.*OF THE CONSUMER.*

Costs of the technician’s travel to the
home and any costs for pick up and
delivery of the appliance required
because of service.

This warranty applies only to prThis warranty applies only to prThis warranty applies only to prThis warranty applies only to prThis warranty applies only to products in oroducts in oroducts in oroducts in oroducts in ordinary household use and the consumer isdinary household use and the consumer isdinary household use and the consumer isdinary household use and the consumer isdinary household use and the consumer is
rrrrresponsible for the items listed belowesponsible for the items listed belowesponsible for the items listed belowesponsible for the items listed belowesponsible for the items listed below.....
1. Proper use of the appliance in accordance with instructions provided with the product.
2. Proper installation by an authorized servicer in accordance with instructions provided with
the appliance and in accordance with all local plumbing, electrical and/or gas codes.
3. Proper connection to grounded power supply of sufficient voltage, replacement of blown
fuses, repair of loose connections or defects in house wiring.
4. Expenses for making the appliance accessible for servicing, such as removal of trim,
cupboards, shelves, etc., which are not a part of the appliance when it was shipped from
the factory.
5. Damages to finish after installation.
6. Replacement of light bulbs and/or fluorescent tubes (on models with these features).

This warranty does not cover the followingThis warranty does not cover the followingThis warranty does not cover the followingThis warranty does not cover the followingThis warranty does not cover the following:
1. CONSEQUENTIAL OR INCIDENTAL DAMAGES SUCH AS PROPERTY AND INCIDENTAL
EXPENSES RESULTING FROM ANY BREACH OF THIS WRITTEN OR ANY IMPLIED
WARRANTY.
NOTE:NOTE:NOTE:NOTE:NOTE: Some states do not allow the exclusion or limitation of incidental or consequential
damages, so this limitation or exclusion may not apply to you.
2. Service calls which do not involve malfunction or defects in workmanship or material, or
for appliances not in ordinary household use. The consumer shall pay for such service calls.
3. Damages caused by services performed by servicers other than Electrolux Home
Products North America or its authorized servicers; use of parts other than genuine
Electrolux Home Products parts; obtained from persons other that such servicers; or
external causes such as abuse, misuse, inadequate power supply or acts of God.
4. Products with original serial numbers that have been removed or altered and cannot be
readily determined.

Keep your bill of sale, delivery slip, or some other appropriate payment record. The date on
the bill establishes the warranty period should service be required. If service is performed, it
is in your best interest to obtain and keep all receipts. This written warranty gives you
specific legal rights. You may also have other rights that vary from state to state. Service
under this warranty must be obtained by contacting Electrolux Home Products.

This warranty only applies in the 50 states of the U.S.A., Puerto Rico and Canada. Product features or
specifications as described or illustrated are subject to change without notice. All warranties are made by
Electrolux Home Products North America, a division of White Consolidation Industries, Inc. In CanadaIn CanadaIn CanadaIn CanadaIn Canada, your
appliance is warranted by Electrolux Canada Corp.

*NORMAL
RESPONSIBILITIES
OF THE
CONSUMER

EXCLUSIONS

IF YOU NEED
SERVICE

USA
1-800-944-90441-800-944-90441-800-944-90441-800-944-90441-800-944-9044
Electrolux Home Products
North America
P.O. Box 212378
Augusta, GA 30917

Canada
1-800-265-83521-800-265-83521-800-265-83521-800-265-83521-800-265-8352

Electrolux Home Products
North America

802, boul. L’Ange-Gardien
L’Assomption, Quebec J5W 1T6




