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An electric (DC) motor is used to circulate both warm and 
cool air inside the cab and/or the sleeper.	
The blower motor “blows” and circulates the warm air from 
the fins of the heater core or cools the air as it passes from 
the fins of the evaporator.  	

• Determine the Voltage - 12 or 24 Volt	
• Measure the Diameter of the shaft 
	 ° 1/4” 
	 ° 5/16” 
	 ° 3/8”
• Number of Shafts - Single or Double
• Rotation of Motor - Viewed from shaft end 
	 ° CW - ClockWise 
	 ° CCW - Counter ClockWise 
	 ° REV - Reversible
• Measure Length of Shaft
• Determine Motor Diameter
• Determine Overall, Motor Length, and Stud Span
• Mounting Style
	 ° Stud	
	 ° Strap 
	 ° Flange or Plate
• Number of Speeds 
	 ° 1 Speed - two lead wires 
	 ° 2 Speed - two lead wires - internally grounded 
	 ° 2 Speed - three lead wires - externally grounded 
	 ° 3 Speed - four or five lead wires 
• Vented or Sealed
	 ° Vented - includes air circulation holes or a tube 
		  to cool the motor 
	 ° Sealed - sealed from the elements - usually used 
		  outside of the cab

Basic Blower Motor Information

Selecting the Correct Blower Motor

Blower Motors	 Section V: Table of Contents

Note:	 All single wire motors are internally grounded.
	 All Multi-wired motors not having a black colored wire are internally grounded motors.
	 Internally grounded motors will not function properly if the external wiring/harness is also grounded.
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12V	 CW	 0.56	 3.27	 2.52	 3.00	 2.31	 2	 2	 Vented	 01-4007	 Internal ground motor
12V	 CW	 0.56	 3.27	 2.52	 3.00	 2.31	 2	 3	 Vented	 01-4007A	 External ground motor
12V	 CW	 0.56	 3.69	 2.81	 3.00	 2.31	 2	 2	 Vented	 01-3077	
12V	 CW	 0.62	 3.62	 2.75	 3.00	 2.31	 2	 2	 Sealed	 01-2665	
12V	 CW	 0.62	 3.75	 2.88	 3.00	 2.31	 2	 2	 Sealed	 01-2662	 Red Dot R257 Heaters
12V	 CW	 0.68	 3.62	 2.75	 3.00	 2.31	 2	 2	 Sealed	 01-2630	
24V	 CW	 0.68	 3.62	 2.75	 3.00	 2.31	 2	 3	 Sealed	 01-2666	
12V	 CCW	 1.06	 3.27	 2.52	 3.00	 2.31	 2	 2	 Vented	 01-4009	 Internal ground motor
12V	 CCW	 1.25	 3.27	 2.52	 3.00	 none	 2	 3	 Vented	 01-4009A	 External ground motor
12V	 REV 	  1.45	 3.57	 2.82	 2.85	 2.25	 1	 2	 Non-Vented	 01-3002	 Incl. 5/16” shaft adapter
24V	 REV	 1.47	 3.55	 2.81	 2.85	 2.27	 1	 2	 Non-Vented	 01-2603	

		  Shaft	 Overall	 Motor	 Motor	 Stud		
		  Length	 Length	 Length	 Diameter	 Center	
Volts	 Rotation	 “A”	 “B”	 “C”	 “D”	 “E”	 Speed	 Wires	 Vent	 Part No.	 Description

“D”

Overall Length

Shaft
Length

Motor Length
Diameter

Stud
Span

“A”
“B”

“E”

“C”

3/8” DIAMETER SINGLE SHAFT

CW =  Clockwise
CCW = Counter Clockwise
REV = Reversible
HD = Heavy Duty

ROTATION DETERMINED BY VIEWING 
MOTOR FROM SHAFT END

5/16” DIAMETER SINGLE SHAFT

Listed in ascending order by shaft length.

Section V: Specifications Chart	 Blower Motors

BLOWER WHEELS AND FAN BLADES

SEE MISCELLANEOUS SECTION
PAGES 565-571

		  Shaft	 Overall	 Motor	 Motor	 Stud		
		  Length	 Length	 Length	 Diameter	 Center	
Volts	 Rotation	 “A”	 “B”	 “C”	 “D”	 “E”	 Speed	 Wires	 Vent	 Part No.	 Description

		  Shaft	 Overall	 Motor	 Motor	 Stud		
		  Length	 Length	 Length	 Diameter	 Center	
Volts	 Rotation	 “A”	 “B”	 “C”	 “D”	 “E”	 Speed	 Wires	 Vent	 Part No.	 Description

1/4” DIAMETER SINGLE SHAFT

STUD / STRAP MOUNT TYPE

12V	 CCW	 1.16	 5.13	 4.25	 3.50	 2.84	 3	 4	 Vented	 01-1600	
27V	 CW	 1.75	 5.75	 4.50	 3.00	 -	 1	 2	 Sealed	 01-3081	 condenser mtr CAT#174-1495

12V	 CW	 0.67	 4.00	 3.10	 3.00	 2.31	 2	 2	 Vented	 01-4008	 Internal ground motor
12V	 REV 	 0.69	 4.26	 3.37	 3.00	 2.31	 3	 6	 Vented	 01-3030	 2807-510-154
12V	 CCW	 0.75	 4.75	 3.88	 3.00	 2.31	 2	 2	 Vented	 01-2667	
12V	 CW	 0.87	 4.75	 4.25	 3.00	 2.31	 1	 2	 Sealed	 01-2634	 Unit#10-9385
12V	 CW	 0.92	 3.25	 2.63	 3.00	 2.31	 2	 3	 Sealed	 01-4000	
12V	 CW	 0.92	 3.25	 2.63	 3.00	 2.31	 2	 3	 Sealed	 01-4000	
24V	 CW	 0.92	 3.25	 2.63	 3.00	 2.31	 2	 3	 Sealed	 01-4002	
12V	 CW	 1.00	 4.25	 3.50	 3.00	 2.31	 2	 3	 Vented	 01-4011	
24V	 CCW	 1.00	 5.00	 4.00	 3.00	 2.31	 1	 2	 Non-Vented	 01-2619	
12V	 CCW	 1.02	 5.16	 4.28	 2.50	 none	 1	 2	 Sealed	 01-3066	 501-102
12V	 CW	 1.12	 3.62	 2.87	 3.00	 2.31	 1	 2	 Vented	 01-3076	
12V	 CW	 1.12	 4.88	 3.88	 3.00	 2.31	 1	 2	 Sealed	 01-2033	 PV23165Q
12V	 CW	 1.12	 4.88	 4.12	 3.00	 none	 1	 2	 Sealed	 01-2605	
24V	 CW	 1.12	 4.88	 4.12	 3.00	 none	 1	 2	 Non-Vented	 01-2606	
12V	 CW	 1.13	 4.88	 4.00	 3.00	 2.31	 1	 2	 Sealed	 01-2626	
24V	 CW	 1.13	 4.88	 4.00	 3.00	 2.31	 1	 2	 Sealed	 01-2618	
12V	 CW	 1.13	 5.38	 4.87	 3.00	 none	 1	 2	 Sealed	 01-3074	 Ball brg ext. life motor
12V	 REV 	 1.16	 4.73	 4.00	 2.95	 2.31	 1	 2	 Vented	 01-3011	
12V	 CW	 1.23	 4.48	 4.04	 3.00	 2.31	 1	 2	 Sealed	 01-2616	 RD5-7129-0
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STUD / STRAP MOUNT TYPE

Blower Motors	 Section V: Specifications Chart 

24V	 CW	 1.25	 3.13	 2.68	 3.00	 2.31	 1	 2	 Non-Vented	 01-2005	
12V	 CW	 1.29	 4.68	 3.86	 2.85	 none	 1	 2	 Sealed	 01-2021	
12V	 CW	 1.31	 4.25	 3.25	 3.00	 2.31	 2	 2	 Vented	 01-4001	 Internal ground motor
12V	 CW	 1.40	 4.20	 3.60	 3.00	 2.31	 2	 2	 Vented	 01-3040	
12V	 REV	 1.44	 4.38	 3.63	 3.00	 2.31	 1	 2	 Vented	 01-3064	
12V	 REV HD	 1.44	 5.00	 4.18	 3.25	 2.84	 1	 2	 Sealed	 01-2017NV	 Ball brg ext. life motor
12V	 CW	 1.45	 4.75	 4.00	 3.00	 2.31	 1	 2	 Vented	 01-1002	 Kenworth HA1605
12V	 REV 	 1.50	 4.00	 3.38	 3.00	 2.31	 1	 2	 Non-Vented	 01-4013	 2809-530-111
24V	 CCW	 1.50	 4.00	 3.55	 2.97	 2.31	 2	 2	 Vented	 01-2601	
12V	 CW	 1.50	 4.25	 3.41	 3.00	 2.31	 2	 3	 Vented	 01-3008	
12V	 CCW	 1.50	 4.25	 3.41	 3.00	 2.31	 2	 3	 Vented	 01-3009	
12V	 CCW	 1.50	 4.37	 4.00	 2.93	 2.28	 1	 2	 Vented	 01-1006	 w/RFI:EMI Protection
12V	 CCW	 1.50	 4.50	 3.63	 3.00	 2.31	 1	 2	 Vented	 01-2609	 w/RFI (Radio Freq.Interference) 
12V	 CW	 1.50	 4.75	 4.00	 3.00	 2.31	 1	 2	 Vented	 01-2627	
12V	 CCW	 1.50	 4.75	 4.00	 3.00	 2.31	 1	 2	 Vented	 01-2628	 Mack
24V	 CCW	 1.50	 4.75	 4.00	 3.00	 2.31	 1	 2	 Vented	 01-2661	 With vent tube
12V	 CW	 1.50	 4.87	 4.17	 3.22	 2.50	 1	 2	 Vented	 01-0202	
12V	 –	 1.50	 6.87	 5.87	 3.00	 2.31	 1	 2  	 –	 01-3087	 w/in-line fuse
12V	 CCW	 1.53	 4.85	 4.41	 3.06	 2.50	 1	 2	 Vented	 01-0607	
12V	 REV 	 1.56	 3.88	 3.13	 3.00	 2.31	 2	 5	 Vented	 01-3043	
12V	 CW	 1.56	 4.69	 4.00	 3.00	 2.31	 1	 2	 Vented	 01-0811	
12V	 CCW	 1.56	 4.69	 4.00	 3.00	 2.31	 1	 2	 Vented	 01-0812	
12V	 CW	 1.56	 5.61	 4.88	 2.85	 2.5/2.3	 1	 2	 Vented	 01-0601	
12V	 REV 	 1.57	 4.11	 3.41	 2.97	 2.31	 1	 2	 Non-Vented	 01-3005	
24V	 CCW	 1.58	 4.81	 4.00	 3.00	 2.28	 1	 2	 Vented	 01-2002	
12V	 CW	 1.60	 4.29	 3.60	 2.85	 2.26	 1	 2	 Vented	 01-2613	
12V	 CW	 1.60	 4.79	 3.97	 3.00	 2.50	 1	 2	 Vented	 01-1610	 WesternStar RD5-8663-0
12V	 CCW	 1.60	 4.90	 4.11	 2.96	 2.31	 1	 2	 Non-Vented	 01-3019	
24V	 CW	 1.62	 4.69	 3.76	 3.07	 2.31	 1	 2	 Vented	 01-2602	
12V	 REV 	 1.63	 3.50	 2.88	 3.00	 2.31	 1	 2	 Non-Vented	 01-3012	
12V	 CW 	 1.63	 3.75	 3.00	 3.00	 2.31	 2	 3	 Vented	 01-4004	
12V	 CCW 	 1.63	 3.75	 3.00	 3.00	 2.31	 2	 3	 Vented	 01-4005	
12V	 CW	 1.63	 4.63	 4.00	 3.00	 2.31	 1	 2	 Vented	 01-2620	 Peterbilt
12V	 CCW	 1.63	 4.75	 3.88	 3.00	 2.31	 1	 2	 Vented	 01-0602	
12V	 CW	 1.65	 4.75	 4.00	 3.00	 –	 1	 2	 Vented	 01-2610	 2809-540-036, 2809-541-080
12V	 CW	 1.69	 4.16	 3.41	 3.00	 2.31	 1	 2	 Vented	 01-3065	
12V	 CCW	 1.69	 4.63	 4.00	 3.00	 2.31	 1	 2	 Vented	 01-2668	 2819-540-038
24V	 CW	 1.75	 4.63	 4.63	 3.00	 2.31	 1	 2	 Sealed	 01-3020	
12V	 REV 	 1.76	 4.15	 3.78	 2.93	 2.31	 1	 2	 Vented	 01-2015	
12V	 CCW	 1.80	 4.81	 4.00	 3.00	 2.31	 1	 2	 Vented	 01-2615	
12V	 CW	 1.81	 4.00	 3.75	 3.00	 2.31	 1	 2	 Vented	 01-4010	
12V	 CCW	 1.88	 4.63	 4.00	 3.00	 2.31	 1	 2	 Vented	 01-2611	 w/RFI (Radio Freq.Interference)
12V	 CW	 1.94	 5.81	 5.81	 3.19	 none	 1	 2	 Sealed	 01-2029	
12V	 REV 	 1.95	 4.00	 3.55	 3.00	 2.31	 1	 2	 Vented	 01-3004	
12V	 REV 	 2.00	 3.62	 3.00	 3.00	 2.31	 3	 6	 Vented	 01-4018	
12V	 CW	 2.00	 4.50	 3.87	 3.00	 2.31	 1	 2	 Vented	 01-1608	 Thrd Shaft; Volvo  203095
12V	 CW	 2.09	 4.59	 3.84	 3.00	 2.31	 1	 2	 Vented	 01-1401	 2809-540-036
12V	 CW	 2.13	 4.50	 3.75	 3.00	 2.31	 2	 3	 Non-Vented	 01-4014	
12V	 CW	 3.12	 4.87	 4.00	 3.00	 2.31	 1	 2	 Vented	 01-2633	

		  Shaft	 Overall	 Motor	 Motor	 Stud		
		  Length	 Length	 Length	 Diameter	 Center	
Volts	 Rotation	 “A”	 “B”	 “C”	 “D”	 “E”	 Speed	Wires	 Vent	 Part No.	 Description

5/16” DIAMETER SINGLE SHAFT  (continued)

CW =  Clockwise
CCW = Counter Clockwise
REV = Reversible
HD = Heavy Duty

ROTATION DETERMINED BY VIEWING MO-
TOR FROM SHAFT END.

Listed in ascending order by shaft length.

Overall Length

Shaft
Length

Motor Length
Diameter

Stud
Span

“A”
“B”

“E”

“D”“C”
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12V	 CCW	 1.50	 4.63	 4.00	 3.00	 2.31	 1	 2	 Vented	 01-2038	
24V	 REV	 1.88	 4.75	 4.13	 3.00	 none	 1		  Sealed	 01-3035	
12V	 REV	 2.00	 4.72	 4.00	 2.85	 none	 1	 2	 Non-Vented	 01-3034	
12V	 REV	 2.12	 4.18	 4.00	 3.00	 2.31	 1	 2	 Vented	 01-2631	 Unit# 50-9743
24V	 REV	 2.13	 5.12	 4.12	 3.00	 2.31	 1	 2	 Vented	 01-2622	 Red Dot R8545-0-24 unit
12V	 REV	 2.31	 4.50	 4.00	 3.00	 2.31	 1	 2	 Vented	 01-2608	
12V	 CW	 2.38	 4.87	 3.97	 2.97	 2.31	 1	 2	 Vented	 01-1007	  Main Unit w/RFI/EMI
12V	 REV	 2.50	 4.73	 3.90	 2.83	 2.28	 1	 2	 Vented	 01-3003	
12V	 REV	 2.50	 4.75	 4.50	 3.00	 2.31	 1	 2	 Vented	 01-2019	
12V	 REV	 2.50	 4.97	 4.54	 3.00	 2.31	 1	 2	 Vented	 01-3044	
12V	 REV	 2.75	 4.25	 3.63	 3.00	 2.31	 3	 4	 Vented	 01-3001	
12V	 REV	 2.77	 4.45	 4.02	 2.92	 none	 1	 2	 Vented	 01-2014	
12V	 REV	 2.81	 5.32	 4.50	 3.00	 2.50	 1	 2	 Vented	 01-2020	
24V	 REV	 2.85	 4.00	 3.15	 2.84	 2.25	 1	 2	 Vented	 01-2003	
24V	 REV	 2.86	 5.25	 4.50	 3.00	 2.50	 1	 2	 Vented	 01-2607	
12V	 REV	 2.87	 4.79	 4.33	 3.00	 2.50	 1	 2	 Sealed	 01-2025	
24V	 REV	 2.87	 5.25	 4.50	 3.00	 2.31	 1	 2	 Vented	 01-2621	
12V	 REV	 2.87	 5.37	 4.50	 3.00	 2.31	 1	 2	 Vented	 01-2632	
12V	 REV	 2.88	 4.00	 3.38	 3.00	 2.31	 1	 2	 Sealed	 01-3032	
24V	 REV	 2.88	 4.63	 4.00	 3.00	 2.31	 1	 2	 Vented	 01-2006	
12V	 REV	 2.88	 4.75	 4.06	 3.00	 2.31	 1	 2	 Vented	 01-2000	
24V	 CCW	 2.94	 4.41	 3.66	 3.00	 2.31	 1	 2	 Vented	 01-3045	 Ball brg ext. life motor
24V	 REV	 2.94	 4.60	 4.27	 2.93	 2.29	 1	 2	 Sealed	 01-2026	
24V	 REV	 3.00	 4.00	 3.41	 3.00	 2.31	 3	 4	 Vented	 01-3025	
27V	 REV	 3.00	 6.50	 4.50	 3.00	 none	 1	 2	 Sealed	 01-3068	 Evaporator mtr CAT#174-1494
12V	 CCW	 3.28	 4.25	 3.50	 3.00	 2.31	 1	 2	 Vented	 01-0216	
12V	 REV	 3.32	 3.96	 3.17	 2.85	 none	 1	 2	 Vented	 01-2012	
12V	 REV	 3.62	 4.75	 4.00	 3.00	 2.31	 1	 2	 Vented	 01-2624	  
24V	 REV	 3.62	 4.81	 4.00	 3.00	 3.31	 1	 2	 Vented	 01-3033	
12V	 REV	 3.82	 4.36	 4.00	 2.94	 2.31	 1	 2	 Non-Vented	 01-2614	

12V	 REV	 2.60	 5.75	 4.86	 3.00	 2.50	 1	 2	 Non-Vented	 01-1400	
12V	 REV	 3.81	 4.38	 3.63	 3.00	 2.31	 1	 2	 Vented	 01-3029	 Hupp, w/Vent Tube
24V	 REV	 3.81	 4.38	 3.63	 3.00	 2.31	 1	 2	 Vented	 01-3039	 w/Vent Tube
12V	 REV	 4.63	 5.19	 4.25	 3.50	 2.84	 3	 4	 Vented	 01-3016	
24V	 REV	 4.75	 5.19	 4.19	 3.50	 2.84	 3	 4	 Vented	 01-3021	  7411F, EAG 401-196

Section V: Specifications Chart	 Blower Motors

Diameter

Stud
Span

Overall Length

Shaft
Length

Motor Length

Shaft
Length

“A”
“B”

“E”

“D”
“C”

“A”

CW =  Clockwise
CCW = Counter Clockwise
REV = Reversible
HD = Heavy Duty

ROTATION DETERMINED BY VIEWING MO-
TOR FROM SHAFT END.

Listed in ascending order by shaft length.

3/8” DIAMETER DOUBLE SHAFT
		  Shaft	 Overall	 Motor	 Motor	 Stud		
		  Length	 Length	 Length	 Diameter	 Center	
Volts	 Rotation	 “A”	 “B”	 “C”	 “D”	 “E”	 Speed	Wires	 Vent	 Part No.	 Description

5/16” DIAMETER DOUBLE SHAFT
		  Shaft	 Overall	 Motor	 Motor	 Stud		
		  Length	 Length	 Length	 Diameter	 Center	
Volts	 Rotation	 “A”	 “B”	 “C”	 “D”	 “E”	 Speed	Wires	 Vent	 Part No.	 Description

STUD / STRAP MOUNT TYPE
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12V	 CW	 1.50	 4.50	 3.69	 3.25	 –	 1	 plug	 Vented	 01-0415	
12V	 CW	 1.50	 4.75	 4.41	 3.00	 2.50	 1	 2	 Vented	 01-0604	 Frghtlnr BOA800-415-00-429
12V	 CCW	 1.50	 4.75	 4.41	 3.00	 2.31	 1	 2	 Vented	 01-0609	 BOA80-415-00-789; 301137
12V	 CW	 1.50	 4.75	 4.41	 3.00	 NA	 1	 plug	 Vented	 01-0612	 Freightliner
12V	 CW	 1.50	 4.75	 4.44	 3.00	 NA	 1	 2	 Vented	 01-0610	 ABPN83 301527
12V	 CW	 1.50	 4.87	 3.87	 3.25	 –	 1	 plug	 Vented	 01-0418	
12V	 CW	 1.50	 4.88	 3.81	 3.25	 NA	 1	 plug	 Vented	 01-0419	 F6UZ-19805BA
12V	 CW	 1.50	 4.88	 3.81	 3.25	 NA	 1	 1	 Vented	 01-0423	 F7UZ-19805BA
12V	 CCW	 1.50	 4.88	 4.38	 3.00	 2.50	 1	 2	 Vented	 01-0606	 w/housing & wheel
12V	 CW	 1.50	 4.88	 –	 3.25	 –	 1	 –	 Vented	 01-0424	 F81Z-19805BA; MM822
12V	 CCW	 1.53	 4.88	 3.88	 3.25	 1.75	 1	 plug	 Vented	 01-0416	 Ford
12V	 CW	 1.62	 5.00	 4.69	 3.00	 2.50	 1	 2	 Vented	 01-1003	 Kenworth 203139BSM
12V	 CW	 1.63	 4.50	 3.69	 3.25	 –	 1	 2	 Vented	 01-0409	 Ford
12V	 CW	 1.66	 5.14	 4.69	 3.00	 NA	 1	 2	 Vented	 01-1004	 Kenworth 203142BSM
12V	 REV	 1.69	 4.56	 3.75	 2.97	 –	 1	 2	 Vented	 01-2016	
12V	 CW	 2.09	 4.59	 3.84	 3.00	 –	 1	 2	 Vented	 01-1405	 Peterbilt 3X010983
12V	 CW	 2.12	 4.06	 3.63	 3.44	 NA	 1	 plug	 –	 01-0207	 Chev/GMC 52464561
12V	 CW	 2.12	 4.06	 3.63	 3.44	 NA	 1	 plug	 Vented	 01-0212	 Chev/GMC 52466086
12V	 CW	 –	 –	 –	 –	 –	 1	 2	 –	 01-0619	 Sprinter 2003-06
12V	 CW	 –	 –	 –	 –	 –	 1	 2	 –	 01-0820	 Nvstr Prostar  3599581-C2
12V	 CW	 –	 –	 –	 –	 –	 1	 –	 –	 01-0613	 Frghtlnr/Volvo BOA94350
12V	 -	 –	 –	 –	 –	 –	 Variable	 plug	 –	 01-0614	 Freightliner VCC35000003
12V	 CCW	 –	 –	 –	 –	 –	 Variable	 plug	 –	 01-0615	 Sprinter Van F659222K
12V	 CCW	 –	 –	 –	 –	 –	 1	 2	 –	 01-0616	 Sprinter Van 6736001206
12V	 CW	 –	 –	 –	 –	 –	 1	 2	 –	 01-0819	 Navistar BOA80-415-00-879
12V	 CW	 –	 –	 –	 3.00	 –	 1	 2	 Vented	 01-1205	 Mack Vision
12V	 CW	 –	 –	 –	 -	 –	 1	 plug	 –	 01-0221	 Chev/GMC 
12V	 –	 –	 –	 –	 –	 –	 1	 plug	 –	 01-0223	 Chev/GMC C10-35, 89018283
12V	 REV	 –	 –	 –	 –	 –	 –	 2	 –	 01-4017	 2507242-C1

		  Shaft	 Overall	 Motor	 Motor	 Stud		
		  Length	 Length	 Length	 Diameter	 Center	
Volts	 Rotation	 “A”	 “B”	 “C”	 “D”	 “E”	 Speed	Wires	 Vent	 Part No.	 Description

Blower Motors	 Section V: Specifications Chart	

Blower Housing Assemblies (see page 196)

FLANGE / PLATE MOUNT TYPE (with and without wheels)

12V	 CW	 2.50	 3.69	 2.56	 3.00	 2.31	 1	 2	 Vented	 01-0611	 2809-820-021
12V	 CCW	 1.98	 4.74	 3.16	 3.00	 2.31	 1	 2	 Vented	 01-1611	 Volvo 3946686; 2809-841-021
12V	 CCW	 1.88	 5.13	 4.86	 3.00	 –	 1	 2	 Vented	 01-1613	 Old Style Bosch Type
12V	 CCW	 2.25	 5.25	 3.16	 3.00	 2.31	 1	 2	 Vented	 01-1605	 2809-820-020

		  Shaft	 Overall	 Motor	 Motor	 Stud		
		  Length	 Length	 Length	 Diameter	 Center	
Volts	 Rotation	 “A”	 “B”	 “C”	 “D”	 “E”	 Speed	Wires	 Vent	 Part No.	 Description

BLOWER MOTOR ASSEMBLY (with two wheels)

Listed in ascending order by shaft length.

Mounting hole 
center to center

FLANGE or PLATE MOUNT

Overall Length

Shaft
Length

Motor Length

CW =  Clockwise
CCW = Counter Clockwise
REV = Reversible
HD = Heavy Duty

“A” “B”

“C”
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12V	 CW	 7mm	 3.30	 2.55	 2.40	 NA	 1	 plug	 Vented	 01-0220	 Chev/GMC 52476834
12V	 CW 	 0.94	 4.25	 3.94	 3.00	 NA	 1	 –	 Vented	 01-0810	 Navastar 469455C1
12V	 –	 1.04	 4.72	 3.86	 3.00	 –	 1	 plug	 –	 01-0222	 Topkick/Kodiak 89019053
12V	 REV 	 1.06	 3.88	 3.13	 3.25	 NA	 1	 2	 Vented	 01-0413	 F29Z-18527C
12V	 CCW	 1.06	 4.50	 3.50	 3.00	 NA	 1	 2	 Vented	 01-0407	 Ford
12V	 CW	 1.06	 4.50	 4.00	 3.00	 NA	 1	 2	 Vented	 01-0406	 Ford
12V	 CW	 1.06	 4.62	 3.87	 3.37	 NA	 1	 plug	 -	 01-0214	 52466090; 15-8538
12V	 CCW	 1.06	 4.66	 3.87	 3.39	 NA	 1	 plug	 -	 01-0210	 Chev/GMC 
12V	 CW	 1.06	 4.75	 4.25	 3.13	 .81	 1	 plug	 Vented	 01-0814	 Navistar
12V	 CW	 1.06	 4.75	 4.25	 3.13	 .81	 1	 plug	 Vented	 01-0815	 Navistar; L suffix - long life
12V	 CW	 1.06	 4.75	 4.25	 3.13	 .81	 1	 plug	 Vented	 01-0818	 Threaded Shaft; 1699291C1
12V	 CW	 1.06	 4.75	 4.25	 3.13	 .81	 1	 2	 Vented	 01-0817	 Navistar incl. harness
12V	 REV 	 1.07	 4.50	 3.71	 3.20	 2.75	 1	 2	 Vented	 01-0402	 Ford
12V	 CW	 1.09	 4.60	 3.71	 3.20	 2.75	 1	 2	 Vented	 01-0401	 Ford
12V	 CCW	 1.10	 4.50	 4.10	 2.93	 NA	 1	 2	 Vented	 01-0816	 Navistar 9000 Series
12V	 CW	 1.14	 4.55	 3.85	 3.20	 1.69	 1	 2	 Vented	 01-0404	 Ford
12V	 CW	 1.14	 4.72	 4.29	 3.40	 .81	 1	 plug	 Vented	 01-0200	 Various
12V	 –	 1.14	 4.76	 3.80	 3.22	 NA	 1	 2	 Vented	 01-1200	 Peterbilt; Mack
12V	 CW	 1.19	 4.12	 3.87	 3.39	 –	 1	 plug	 Vented	 01-0213	 w/blower cage(s)
12V	 REV 	 1.23	 4.00	 3.04	 3.25	 .44	 1	 2	 Vented	 01-0405	 Ford
12V	 CW	 1.30	 4.39	 3.68	 3.20	 0.13	 1	 2	 Vented	 01-0410	 Ford
12V	 CW	 1.31	 4.75	 4.10	 3.00	 –	 1	 2	 Vented	 01-1603	 Volvo 868013, V1092319
12V	 CW	 1.33	 4.06	 3.52	 3.39	 NA	 1	 plug	 Vented	 01-0209	 Chev/GMC
12V	 CW	 1.33	 4.07	 3.49	 3.40	 NA	 1	 plug	 Vented	 01-0219	 52466066
12V	 CW	 1.34	 4.10	 3.79	 3.40	 1.25	 1	 plug	 Vented	 01-0201	 Various
12V	 CW	 1.35	 4.14	 3.78	 3.41	 NA	 1	 plug	 Vented	 01-0208	 Chev/GMC
12V	 CW	 1.37	 4.17	 3.85	 3.39	 NA	 1	 plug	 -	 01-0203	 15-881
12V	 CW	 1.38	 3.75	 –	 3.25	 NA	 1		  Vented	 01-0408	 F47Z-19805A; MM751
12V	 CCW	 1.38	 3.88	 3.87	 3.25	 NA	 1	 plug	 Vented	 01-0421	 F85Z-19805CA
12V	 CCW	 1.47	 4.88	 4.13	 3.25	 NA	 1	 2	 Vented	 01-0414	 F49Z-19805A

		  Shaft	 Overall	 Motor	 Motor	 Stud		
		  Length	 Length	 Length	 Diameter	 Center	
Volts	 Rotation	 “A”	 “B”	 “C”	 “D”	 “E”	 Speed	Wires	 Vent	 Part No.	 Description

Listed in ascending order by shaft length.

Mounting hole 
center to center

FLANGE or PLATE MOUNT

Overall Length

Shaft
Length

Motor Length

Section V: Specifications Chart	 Blower Motors	

CW =  Clockwise
CCW = Counter Clockwise
REV = Reversible
HD = Heavy Duty

“A” “B”

“C”

FLANGE / PLATE MOUNT TYPE (with and without wheels)

	 Volts	 Part No.	 Inlet/Outlet	 Diameter		  Application
	 12	 01-4015	 Straight Inlet 	 1” dia.	 	 	 Bergstrom Bus 868192
	 12	 01-4016	 90° Inlet 	 1” dia.	 	 	 Bergstrom Bus 838242/868688
	 12	 01-4019	 63° Inlet 	 1” dia.	 	 	 Bergstrom Bus 1099071
	 12	 01-4020	 1” ID thrd ftg.		  	 	 Bus/Shuttle  05-000-464
	 12	 01-4021	 5/8” Outlets		  	 	 Bus/Shuttle  05-000-658

BOOSTER WATER PUMP ASSEMBLIES
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Blower Motors	 Section V: Illustrated	

Blower Housing Assemblies

12 VOLT

24 VOLT

	  
	 LENGTH	 HEIGHT	 WIDTH 
VOLT	 “A”	 “B”	 “C”	 SPEED	 WIRES	 VENT	 PART#	 APLICATION

Listed in ascending order by Length.

12V	 –	 –	 –	 –	 2	 –	 01-2690	 Mack DM 60RD354 

12V	 –	 –	 –	 1	 2	 Vented	 01-0605	 BOA80-903-00-129

12V	 4.75	 –	 –	 –	 –	 –	 01-2686	 Red Dot R290 Heater

12V	 5.29	 5.00	 5.50	 –	 2	 –	 01-3088	 Pro Air 68-000-005

12V	 6.25	 –	 –	 1	 2	 –	 01-2663	 Red Dot R6830-0; R-9792-0

12V	 7.60	 6.88	 7.00	 resistor	 3	 –	 01-3082	 Spal 007-A42-32D 

12V	 9.00	 7.18	 7.37	 –	 2	 –	 01-2689	 Red Dot R9727 unit

12V	 12.38	 3.12	 4.50	 3	 –	 –	 01-2683	 with 3sp Resistor

12V	 13.25	 3.50	 4.25	 3	 4	 –	 01-2680	 Red Dot, TransAir units

12V	 13.25	 3.50	 –	 3	 4	 –	 01-3084	 Bus w/Bergstrom unit

12V	 13.50	 5.50	 –	 1	 2	 –	 01-3086	 Bus w/Bergstrom unit

12V	 13.75	 5.37	 5.12	 1	 2	 –	 01-0608	 Frtlnr Sleeper/Behr

12V	 13.75	 5.37	 5.12	 3	 –	 –	 01-2677	 with 3sp Resistor

12V	 13.75	 –	 –	 –	 –	 –	 01-2687	 Red Dot 50-9485 unit

12V	 13.75	 –	 –	 1	 2	 Vented	 01-1606	 Volvo

12V	 13.87	 –	 –	 3	 4	 Vented	 01-3072	 w/housing & wheel(s)

12V	 13.87	 5.35	 5.50	 –	 –	 –	 01-3089	 Pro Air 68-000-006

12V	 14.75	 5.00	 4.34	 1	 2	 –	 01-2681	 Red Dot R2006 unit

12V	 17.38	 –	 –	 –	 –	 –	 01-2685	 Red Dot R8500 unit

12V	 17.62	 2.25	 –	 1	 2	 –	 01-3085	 Carrier Bus unit

12V	 18.25	 3.12	 6.50	 1	 2	 –	 01-3073	 TransAir bus units	

24V	 6.87	 5.62	 7.00	 1	 2	 –	 01-2664	 Red Dot R6830-0-24

24V	 7.60	 6.88	 7.00	  resistor	 3	 –	 01-3083	 Spal 007-B42-32D 

24V	 10.50	 5.25	 5.50	 –	 2	 –	 01-2691	 Red Dot R8545 unit

24V	 12.38	 3.12	 4.50	 3	 –	 –	 01-2684	 with 3sp Resistor

24V	 13.25	 5.37	 5.12	 3	 4	 –	 01-2679	 Red Dot, TransAir units

24V	 13.75	 5.37	 5.12	 3	 –	 –	 01-2678	 with 3sp Resistor

24V	 14.75	 5.00	 4.34	 1	 2	 –	 01-2682	 Red Dot R2006 unit

Height
“B”

Length
“A”

Width
“C”

Width
“C”


