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Thank you for buying a BB50 or BB50/H Wire-O book/calendar binding machine from
James Burn International.  This instruction manual has been developed to help you get
the most from your new binding machine.

NOTICE

Read this manual carefully before installing your binding machine.

It is essential that you read all the instructions to ensure a safe and correct manner for
operating the machine. Misuse of the machine could be extremely dangerous and lead
to injury.

This manual contains recommendations and instructions for installing, adjusting,
operating and maintaining your binding machine.

Failure to read this manual could result in damage to your equipment, or even personal
injury.

This manual is a necessary and permanent part of your binding machine.  Always
return the manual to its pocket holder on the machine

This manual consists of the following sections:

1. “Using your Binding Machine Safely” shows all the safety warnings that you should
be familiar with before you attempt to use your binding machine in a safe manner.

2. “Installing your Binding Machine” contains guidelines for locating, unpacking,
handling and installing your binding machine.

3. “Installing your Spool of Wire-O wire on the Spool Unwind Stand” describes how
spools of Wire-O wire are loaded/unloaded from the spool stand.

4. “Adjusting and setting up your Binding Machine” describes adjustments and settings
that are needed to the machine to enable it to bind various sizes of Wire-O wires
from 3/16” to 1” size with the matching book thicknesses.  Other additional settings
will be required to perform calendar binding or skip binding.

5. “Stating and Operating your Binding Machine” describes how to check your binding
machine before it is switched on and how to make your first bind safely.
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6. “Maintaining your Binding Machine” describes routine maintenance for your binding
machine.  Also in this section, for subsequent use, there are electric circuit
diagrams, parts lists and lists of spares you may require.

7. “Selling, Transferring or Disposing of your Binding Machine” tells you what you
should do before you sell, transfer or dispose of your binding machine.

8. “Technical Data of your Binding Machine” describes the machine details, electrical
data, compressed air data and machine performance information.

Read all your documentation carefully and observe the recommended ways.  The
complete documentation for your binding machine includes:

1. This manual

2. User guides for Mitsubishi controller  and display.

3. Spares manual

NOTE: This manual gives you general guidelines for installing and operating your
binding machine.  It does not cover every question you may have or every situation that
can occur.  It you have any queries you should contact your local agent or one of the JBI
offices listed overleaf.

Also in an ongoing effort to improve the quality and performance of this binding machine
James Burn International reserves the right to carry out changes to this machine.

The identification plate shown below is found at the rear of the binding machine.
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If you have any questions about your binding machine or this manual, please contact your
local James Burn International agent or office:

Your local JBI agent or office
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Learn to recognise safety information, and always follow recommended precautions and
safe operating practices.

This is the safety alert symbol:

When you see this symbol on your binding machine, or in this manual, be alert to the
potential for injury or property damage.

The manual uses the words DANGER, WARNING, CAUTION and NOTICE to
accompany the safety alert symbol.  The words are defined as follows:

DANGER: You will cause severe personal injury or death if you ignore this
message.

WARNING: You may cause severe personal injury and/or substantial
damage to equipment or property if you ignore this message.

CAUTION: You may cause minor personal injuries or substantial damage to
equipment if you ignore this message.

NOTICE: This is important installation, operation or maintenance
information that should not be ignored.
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1.1 Safety Warning Signs for your Binding Machine

This section lists the safety warnings that you should be familiar with before you
install or operate your binding machine.

DANGER

Electrical shock hazard

DO NOT TOUCH THE CLOSING TOOLS IN YOUR
BINDING MACHINE.

Serious injury may occur if your fingers come into
contact with the closing tools while the machine is
operating.  Be sure that the front perspex guard is
suitably adjusted and is in place.

NEVER PERFORM ANY REPAIR OR MAINTENANCE
ON YOUR BINDING MACHINE WHILE IT IS
OPERATING

Always remember to switch off the machine and
disconnect its electrical supply.

STOPPING THE BINDING MACHINE IN AN
EMERGENCY

Know where the emergency stop switch is located on
your binding machine.

The emergency stop switch is a red mushroom headed
push button.   It is positioned below the control box on
the right hand side machine cover.
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DO NOT OPERATE THE BINDING MACHINE IF THE
GUARDS ARE NOT IN PLACE
All guards MUST be in place before you start the
binding machine.

DO NOT ADJUST THE GUARD OPENINGS WHILE
THE MACHINE IS SWITCHED ON.

Settings must only be carried out while the machine is
switched OFF.

DO NOT BYPASS THE GUARD INTERLOCK
SWITCHES ON YOUR BINDING MACHINE

Never use your binding machine unless the guard
interlock switches are in proper working order.

NOTICE

Mechanical  interlock switches are attached to the following guards:
A ) Front perspex guard
B) Lower hinged guard under the binding table
C) Hinged access guard to the wire feed area
D) Top perspex guard
E) Back perspex guard
All other guards are fixed to the machine with screws and should only be removed
and replaced by a qualified person such as a service engineer or maintenance
engineer.
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DO NOT OPERATE WITHOUT GUARDS IN PLACE.

HANDLE HEAVY EQUIPMENT PROPERLY

Always handle heavy equipment with a suitable
mechanical lifting device.

Always position the weight of the machine on your lifting
device so that it is stable when lifted.  Know the weight
of the equipment before attempting to lift it.

Never try to lift equipment that is heavier than the
maximum rating of your lifting device.

WEAR SAFE CLOTHING

Secure all loose clothing - such as neckties or scarves
whilst operating your binding machine, and keep loose
hair tied back.

Safety footwear should always be worn when moving
this machine.

PROTECT CHILDREN

Keep children away from your binding machine.  Never
allow children to operate your binding machine.
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KEEP SAFETY LABELS CLEAN AND IN GOOD
CONDITION

Do not remove any safety labels from your binding
machine.  Keep all labels clean and legible.  Replace
any missing or damaged labels.

BE PREPARED FOR EMERGENCIES.

Be prepared for fires, injuries or other emergencies.
Keep a first aid kit and a fire extinguisher handy.  Keep
emergency numbers of doctors, ambulance services,
hospitals and the fire department handy.  Aquaint
yourself with the company fire procedure.

A NOTE TO ALL EMPLOYERS

Know your responsibilities as an employer.

Make sure your employees know how to operate the
binding machine safely and ensure they read this
manual.

Make sure your employees are aware of the safety
warnings displayed on the binding machine and
illustrated in this manual.

Make sure the binding machine is in proper working
condition.  Unauthorised modifications may impair the
function and safety of the binding machine.
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KEEP THIS MANUAL WITH THE BINDING MACHINE

This manual is an important part of your binding
machine.  Always keep this manual where it belongs -
with the binding machine.

IF YOU NEED THIS MANUAL IN ANY OTHER
LANGUAGE

If you need this manual in a language other than
English, contact James Burn International.
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1.2 Warning Signs on your Binding Machine

Figure 1b  Binding Machine Warning Signs
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Figure 1c  Binding Machine Warning Signs
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2.1 Unpacking your Binding Machine

The binding machine will usually arrive in a wooden case.  Unbolt and remove the
top bracing cross members (not all crates have these) and sides.  Unscrew the
clamps which secure the machine to the packing case base.  Unpack the spool
stand and component pieces, such as closing tools and any specially ordered
spares.

The binding machine and its spool stand weighs 406kg (893lb) nett.  It is
recommended that the machine be lifted off the base and positioned in the desired
location using a fork lift truck.  The forks should be at least 1 metre long and
spaced 0.5 metres apart.  Approach the machine from the rear, placing the forks
centrally under the bottom cross members of the framework.  Raise the machine
carefully.

WARNING
Avoid violent or sudden movement when lifting to prevent the
machine toppling over.

Unpainted metal parts of the binding machine and spool stand are coated with a
paraffin-based rust inhibitor and should be cleaned off with a suitable solvent such
as while spirit.

As you unpack your binding machine and spool stand check to ensure that no
obvious damage has occurred during shipping.  Notify James Burn International or
an agent immediately of any damaged parts.

2.2 Choosing a Suitable Location for your Binding Machine

You must choose a site within the factory that is solid, level and rigid enough for
the machine and position it such that it ensures the most efficient flow of work.

Installing your binding machine will depend on how you plan to use it and the
resources available in your binder.  Therefore, the installation information in
Sections 2.2.1 and 2.2.2 should be considered as guidelines rather than exact
instructions.
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2.2.1 Floor Area

The approximate floor area required for the binding machine and spool
stand is 4.3mx3.3m (figure 2a).

2.2.2 Power Points

You must ensure that electric and compressed air connection points are
provided nearby.

WARNING
Your binding machine requires clean dry compressed air.
Ensure that the air compressor has fitted an aftercooler,
filters and air-dryer.  The machine operating pressure is
5.52 bar (80 psi), minimum supply capacity being 14.46
CFM (410 litres/min).

WARNING
Ensure that the voltage setting on your binding machine
conforms to the supply rating.

Figure 2a  Floor space
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2.3 Installation

2.3.1 Place the machine in the desired location allowing for the spool stand which
is to be positioned on the right hand side of the binding machine.

2.3.2 Level the binding machine by adjusting the feet as necessary.

2.3.3 Screw the three feet onto the underside of the spool stand base with the
countersunk bolts provided.

2.3.4 Place the spool stand next to the binding machine as shown in figure 2b.
The stand can be positioned in any orientation around the spool feed
monitor, provided that Wire-O wire is fed in a direct line off the spool.

Figure 2b   Spool Stand Orientation

2.3.5 Adjust the position of the spool feed monitor to suit the angle of the stand.

2.3.6 Place the foot pedal on the floor beneath the binding table such that it is
conveniently positioned to operate the machine.  Connect the foot pedal
electrical lead into the socket on the right hand side of the machine.

2.3.7 After ensuring that the mains electrical supply is switched off, connect the
electric lead from the binding machine to the power socket.

Binding Machine

Spool Stand

Max. 90°

Max. 40°

Wire-O Feed Monitor
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2.3.8 Connect the compressed air supply to the binding machine (left side) after
ensuring the connections are suitable.

2.3.9 Connect the machine power lead into the socket on the right hand side of
the binding machine.

Your binding machine is now ready to operate.




