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Recommended Accessories
HI 77100P 1413 µS & pH 7 sol. 20 mL, 10 pcs ea.
HI 77200P 1500 ppm & pH 7 sol., 20 mL, 10 pcs ea.
HI 77400P pH 4 & 7 solution, 20 mL, 5 pcs ea.
HI 70300L Storage solution, 460 mL
HI 7061L Cleaning solution, 460 mL

HI 50021P Check solution, 20 mL, 25 pcs 
(for HI 9813-6 only)

HI 710009 Blue rubber boot
HI 721312 Rugged carrying case
HI 710001 Soft carrying case

Ordering Information
HI 9813 is supplied with HI 1285-0 pH/EC/TDS probe, pH 7 sachet, 1413 µS/cm sachet, 1500 ppm sachet,
cleaning solution sachet, batteries, and instruction manual.

HI 9813-5 is supplied with HI 1285-5 pH/EC/TDS/°C probe, pH 7 sachet, 1413 µS/cm sachet, 1500 ppm
sachet, cleaning solution sachet, batteries, and instruction manual.

HI 9813-6 is supplied with HI 1285-6 pH/EC/TDS/°C probe with Cal-Check feature, check solution sachet, 
pH 7 sachet, 1413 µS/cm sachet, 1500 ppm sachet, cleaning solution sachet, batteries, and instruction manual
in a protective case.

Toll Free: (877) 694-2662
e-mail: agriculture@hannainst.com
or contact your local distributor
Hanna Instruments is an ISO 9001 Certified company.

Authorized Distributor
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Specifications HI 9813 HI 9813-5 HI 9813-6
Range pH 0.0 to 14.0 0.0 to 14.0 0.0 to 14.0

EC 0.00 to 4.00 mS/cm 0.00 to 4.00 mS/cm 0.00 to 4.00 mS/cm
TDS 0 to 1999 ppm (mg/L) 0 to 1999 ppm (mg/L) 0 to 1999 ppm (mg/L)

°C - 0.0 to 60.0 0.0 to 60.0
Resolution pH 0.1 0.1 0.1

EC 0.01 mS/cm 0.01 mS/cm 0.01 mS/cm
TDS 1 ppm 1 ppm 1 ppm

°C - 0.1 0.1
Accuracy pH ±0.1 ±0.1 ±0.1
(@20°C/68°F) EC/TDS ±2% F.S. ±2% F.S. ±2% F.S.

°C - ±0.5 ±0.5
Temp. Comp. Automatic from 0 to 50°C Automatic from 0 to 50°C Automatic from 0 to 50°C
Conversion Factor variable, 0.56 to 0.72 variable, 0.56 to 0.72 variable, 0.56 to 0.72
Cal-Check - - Yes
Probe HI 1285-0 HI 1285-5 HI 1285-6 

pH/EC/TDS probe pH/EC/TDS/°C probe pH/EC/TDS/°C probe with Cal-Check
Battery Life Approx. 150 hours continuous use Approx. 150 hours continuous use Approx. 150 hours continuous use
Dimensions 165 x 75 x 45 mm (6.5 x 3.0 x 1.8”) 165 x 75 x 45 mm (6.5 x 3.0 x 1.8”) 165 x 75 x 45 mm (6.5 x 3.0 x 1.8”)
Weight 250 g (8.8 oz) 250 g (8.8 oz) 250 g (8.8 oz)
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