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2,000 Sq. Ft. 
Wood Stove 
Model 15-SSW01

Introducing the SmartstoveTM 
Wood Stove line.  
Stepping forward into the 
next generation of wood heat, 
the Automatic Air Setback 
(AAS) system makes fires 
easier to light and maintain, 
with a clean, beautiful flame.

• Heats up to 2,000 sq. ft.
• Accepts 18” logs
• EPA Certified
• Mobile Home Approved

• Blower included for $100+ value
• Brass and nickel handle sets included
• Large viewing glass for full view of fire
• Integrated, wrap-around heat shields

Details

2,400 Sq. Ft.
Wood Stove 
Model 15-SSW02
The large SmartstoveTM model 
keeps the innovative Automatic 
Air Setback features in place.
It also offers even more firebox 
space and heating capability to 
the homeowner who needs ‘just 
a little more,’ while maintaining 
the ease of use and beautiful 
flame pattern.

Details
• Heats up to 2,400 sq. ft.
• Accepts 22” logs
• EPA Certified
• Mobile Home Approved

• Blower included for $100+ value
• Brass and nickel handle sets included
• Extra-large viewing glass for full view of fire
• Integrated, wrap-around heat shields
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2,000 Sq. Ft. 
Wood Stove 
Model 50-TRSSW01

Introducing the SmartstoveTM 
Wood Stove line.  
Stepping forward into the 
next generation of wood heat, 
the Automatic Air Setback 
(AAS) system makes fires 
easier to light and maintain, 
with a clean, beautiful flame.

• Heats up to 2,000 sq. ft.
• Accepts 18” logs
• EPA Certified
• Mobile Home Approved

• Blower included for $100+ value
• Brass and nickel handle sets included
• Large viewing glass for full view of fire
• Integrated, wrap-around heat shields

Details

2,400 Sq. Ft.
Wood Stove 
Model 50-TRSSW02
The large SmartstoveTM model 
keeps the innovative Automatic 
Air Setback features in place.
It also offers even more firebox 
space and heating capability to 
the homeowner who needs ‘just 
a little more,’ while maintaining 
the ease of use and beautiful 
flame pattern.

Details
• Heats up to 2,400 sq. ft.
• Accepts 22” logs
• EPA Certified
• Mobile Home Approved

• Blower included for $100+ value
• Brass and nickel handle sets included
• Extra-large viewing glass for full view of fire
• Integrated, wrap-around heat shields
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2,000 Sq. Ft. 
Wood Stove 
Model 50-SHSSW01

Introducing the SmartstoveTM 
Wood Stove line.  
Stepping forward into the 
next generation of wood heat, 
the Automatic Air Setback 
(AAS) system makes fires 
easier to light and maintain, 
with a clean, beautiful flame.

• Heats up to 2,000 sq. ft.
• Accepts 18” logs
• EPA Certified
• Mobile Home Approved

• Blower included for $100+ value
• Brass and nickel handle sets included
• Large viewing glass for full view of fire
• Integrated, wrap-around heat shields

Details

2,400 Sq. Ft.
Wood Stove 
Model 50-SHSSW02
The large SmartstoveTM model 
keeps the innovative Automatic 
Air Setback features in place.
It also offers even more firebox 
space and heating capability to 
the homeowner who needs ‘just 
a little more,’ while maintaining 
the ease of use and beautiful 
flame pattern.

Details
• Heats up to 2,400 sq. ft.
• Accepts 22” logs
• EPA Certified
• Mobile Home Approved

• Blower included for $100+ value
• Brass and nickel handle sets included
• Extra-large viewing glass for full view of fire
• Integrated, wrap-around heat shields



Smartstove™ by England’s Stove Works
Automatic Air Setback Saves Time, Reduces Emissions  and Improves Efficiency

How much time do you spend “babysitting” your stove after you’ve lit the kindling pile?  
Most of the time it takes to start up, or reload, a cooled stove is spent encouraging the flame to catch and grow 
into a fire that is hot enough to persist without smoldering or going out completely.

With the new technology in our Smartstove™, you will forget what it is like to “babysit” your fire.

At England’s Stove Works, our engineers have developed a patent pending Automatic Air Setback (AAS) that 
nurtures your fire from the moment you light it. This innovative stove comes equipped with a rotating trigger 
incorporated into the primary air control. 

To use the stove, you simply set the trigger (which allows a temporary flow of air into the stove), build and 
light your fire, set the main air control to where you like it, and let your Smartstove™ do the rest.

How does the AAS work?
• The AAS trigger clicks into place, much like cocking a gun
• When the stove is hot enough, the trigger is automatically released to close the extra air vents
• You choose whether the main stove control is set for high or low (low for a slow, overnight burn and high  
 for a faster and hotter burn)

What are the benefits of using AAS technology?
• Your fires light quicker and easier
• Your stove burns more efficiently 
• Your stove emits fewer pollutants

We recommend DuraVent Pipe 
for our stoves
UL and ULC Approved

Heat output will vary based on factors such as wood type, flue draw, etc.

2,000 Sq. Ft. Wood Stove
SPECIFICATIONS
Dimensions .....  
                23 1/4”W x 36”H x 26 7/8”D
Weight ..............................  395 lbs.
Heating Capacity ..... 
    Up to 2,000 sq. ft.
Firebox size ..................  2.45 cu. ft.
Max. Log Length ......................  18”
Type of Fuel .........................  Wood
Flue Size  ................  6” top exhaust
Flue Hgt. to top exhaust ..... 
         Approx. 35 1/2”
Glass ..........................  17 1/2” x 13”

2,400 Sq. Ft. Wood Stove
SPECIFICATIONS
Dimensions .....  
           27 3/8”W x 35 3/4”H x 26 3/4”D
Weight ..............................  435 lbs.
Heating Capacity ...... 
    Up to 2,400 sq. ft.
Firebox size ....................  3.2 cu. ft.
Max. Log Length ......................  22”
Type of Fuel .........................  Wood
Flue Size  ................  6” top exhaust
Flue Hgt. to top exhaust ..... 
          Approx. 35 3/4”
Glass .....................  20 3/4” x 12 5/8”

STOVE WORKS

England’s Stove Works, Inc.
P.O. Box 206
Monroe, VA 24574
Sales (800) 641-3066
www.heatredefined.com

Watch 
me 
burn

Smartstove™ by England’s Stove Works
Automatic Air Setback Saves Time, Reduces Emissions  and Improves Efficiency

How much time do you spend “babysitting” your stove after you’ve lit the kindling pile?  
Most of the time it takes to start up, or reload, a cooled stove is spent encouraging the flame to catch and grow 
into a fire that is hot enough to persist without smoldering or going out completely.

With the new technology in our Smartstove™, you will forget what it is like to “babysit” your fire.

At England’s Stove Works, our engineers have developed a patent pending Automatic Air Setback (AAS) that 
nurtures your fire from the moment you light it. This innovative stove comes equipped with a rotating trigger 
incorporated into the primary air control. 

To use the stove, you simply set the trigger (which allows a temporary flow of air into the stove), build and 
light your fire, set the main air control to where you like it, and let your Smartstove™ do the rest.

How does the AAS work?
• The AAS trigger clicks into place, much like cocking a gun
• When the stove is hot enough, the trigger is automatically released to close the extra air vents
• You choose whether the main stove control is set for high or low (low for a slow, overnight burn and high  
 for a faster and hotter burn)

What are the benefits of using AAS technology?
• Your fires light quicker and easier
• Your stove burns more efficiently 
• Your stove emits fewer pollutants

We recommend DuraVent Pipe 
for our stoves
UL and ULC Approved

Heat output will vary based on factors such as wood type, flue draw, etc.

2,000 Sq. Ft. Wood Stove
SPECIFICATIONS
Dimensions .....  
                23 1/4”W x 36”H x 26 7/8”D
Weight ..............................  395 lbs.
Heating Capacity ..... 
    Up to 2,000 sq. ft.
Firebox size ..................  2.45 cu. ft.
Max. Log Length ......................  18”
Type of Fuel .........................  Wood
Flue Size  ................  6” top exhaust
Flue Hgt. to top exhaust ..... 
         Approx. 35 1/2”
Glass ..........................  17 1/2” x 13”

2,400 Sq. Ft. Wood Stove
SPECIFICATIONS
Dimensions .....  
           27 3/8”W x 35 3/4”H x 26 3/4”D
Weight ..............................  435 lbs.
Heating Capacity ...... 
    Up to 2,400 sq. ft.
Firebox size ....................  3.2 cu. ft.
Max. Log Length ......................  22”
Type of Fuel .........................  Wood
Flue Size  ................  6” top exhaust
Flue Hgt. to top exhaust ..... 
          Approx. 35 3/4”
Glass .....................  20 3/4” x 12 5/8”

STOVE WORKS

England’s Stove Works, Inc.
P.O. Box 206
Monroe, VA 24574
Sales (800) 641-3066
www.heatredefined.com

Smartstove™ by England’s Stove Works
 

How much time do you spend “babysitting” your stove after you’ve lit the kindling pile?  
Most of the time it takes to start up, or reload, a cooled stove is spent encouraging the flame to catch and grow 
into a fire that is hot enough to persist without smoldering or going out completely.

With the new technology in our Smartstove™, you will forget what it is like to “babysit” your fire.

At England’s Stove Works, our engineers have developed a patent pending Automatic Air Setback (AAS) that 
nurtures your fire from the moment you light it. This innovative stove comes equipped with a rotating trigger 
incorporated into the primary air control. 

To use the stove, you simply set the trigger (which allows a temporary flow of air into the stove), build and 
light your fire, set the main air control to where you like it, and let your Smartstove™ do the rest.

How does the AAS work?
• The AAS trigger clicks into place, much like cocking a gun
• When the stove is hot enough, the trigger is automatically released to close the extra air vents
• You choose whether the main stove control is set for high or low (low for a slow, overnight burn and high  
 for a faster and hotter burn)

What are the benefits of using AAS technology?
• Your fires light quicker and easier
• Your stove burns more efficiently 
• Your stove emits fewer pollutants

STOVE WORKS

England’s Stove Works, Inc.
P.O. Box 206
Monroe, VA 24574
Sales (800) 641-3066
www.heatredefined.com

We recommend DuraVent Pipe 
for our stoves
UL and ULC Approved

2,000 Sq. Ft. Wood Stove
SPECIFICATIONS
Dimensions .....  
                23 1/4”W x 36”H x 26 7/8”D
Weight ..............................  395 lbs.
Heating Capacity ..... 
    Up to 2,000 sq. ft.
Firebox size ..................  2.45 cu. ft.
Max. Log Length ......................  18”
Type of Fuel .........................  Wood
Flue Size  ................  6” top exhaust
Flue Hgt. to top exhaust ..... 
         Approx. 35 1/2”
Glass ..........................  17 1/2” x 13”

2,400 Sq. Ft. Wood Stove
SPECIFICATIONS
Dimensions .....  
           27 3/8”W x 35 3/4”H x 26 3/4”D
Weight ..............................  435 lbs.
Heating Capacity ...... 
    Up to 2,400 sq. ft.
Firebox size ....................  3.2 cu. ft.
Max. Log Length ......................  22”
Type of Fuel .........................  Wood
Flue Size  ................  6” top exhaust
Flue Hgt. to top exhaust ..... 
          Approx. 35 3/4”
Glass .....................  20 3/4” x 12 5/8”

Heat output will vary based on factors such as wood type, flue draw, etc.


