
Installation Instructions for Mini Skimmers,
Mini AquaFalls Filters and Mini Pond Kits

Thank you for purchasing an this EasyPro product. Following are a few simple instructions to help you dur-
ing the installation process.

EVERY POND KIT INCLUDES:

1. 45 mil rubber liner
2. Liner underlayment
3. Skimmer
4. AquaFalls fi lter
5. High effi ciency pump
6. Check valve assembly
7. Silicone sealant
8. Flexible PVC pipe

INSTALLING YOUR POND

One of the fi rst things to be done is to 
choose the shape and location of the 
pond. Use an extension cord or gar-
den hose to determine pond shape. 
Once shape is determined you can (1) 
paint the outline of the pond. This will 
allow you to (2) layout the location of 
the skimmer, AquaFalls and PVC pipe. Ideally the skimmer is located at the opposite end of the pond from the AquaFalls fi lter. 
This will create maximum circulation through the pond. The fi nal step before digging the pond is to (3) connect the PVC pipe to 
the AquaFalls fi lter. By laying the pipe on the ground around the pond, you can use the dirt from the pond to cover the pipe thus 
creating a berm to keep runoff out of the pond and eliminating the need of digging a trench.

POND BUILDING STEPS

1. Mark outline of pond
2. Choose location of skimmer, fi lter 

and PVC pipe
3. Connect PVC pipe to AquaFalls 

fi lter
4. Dig pond
5. Install underlayment and liner
6. Place rocks in pond
7. Rinse rocks (optional) and then fi ll 

pond
8. Install skimmer
9. Build waterfall/stream
10. Trim liner, tweak rock work
11. Landscape perimeter of pond
12. Clean up
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INSTALLING YOUR POND

Install bulkhead fi tting with rubber gasket on the inside and the nut 
on the outside of the fi lter tub. Apply a small amount of silicone to 
the threads on the PVC adapter before turning it into the bulkhead 
fi tting.

Connecting PVC Pipe to Filter — Once you have chosen the 
location of the fi lter you will need to install the bulkhead fi tting into 
the back of the fi lter (see directions above), once the bulkhead and 
PVC adapter have been installed, you can glue the PVC pipe into 

the fi lter adapter. Allow fi lter to sit for two to three minutes to ensure maximum glue bonding.

Be sure AquaFalls fi lter is in-
stalled level from side to side and 
tipped forward 1/2" to 1". Be sure 
soil under fi lter is compacted to 
prevent future settling.EXCAVATING POND

Ponds with a water depth of 24" or less are not subject to local 
ordinances. Therefore most pond builders stay within this depth. 
When excavating the hole you can dig a few inches beyond the 
desired water depth as the stone put over the liner will fi ll in the 
depth a few inches.

Ponds should be dug with a variety of shelf depths to accommo-
date plants. Marginal plants like water 1" to 12" deep while lilies 
like a depth of 14"-20". Pockets can also be formed under the 
liner to create areas to plant lilies in.

One of the most important things in building a pond is to make 
sure the perimeter of the pond is level. If the perimeter is not 
level the low area will overfl ow while the high area will extend several inches above the water. A transit or laser level works great 
for creating a level surface. When excavating the shelves a variety of depths is desirable. The perimeter of the pond should be 
3" - 5" above the water level you have chosen for the pond. Double check length and width of pond as you dig, be sure not to 
exceed liner size!

Earlier in step three you connected the PVC pipe to the AquaFalls fi lter and located it in a well compacted location. (4) As you 
start to dig the pond you will want to put the dirt around the fi lter to begin forming the berm that will eventually hide the fi lter. Be 
sure the fi lter does not move as you pack dirt around it. In some cases you will build up the fi lter to create a more dramatic ef-
fect, or you may bury the fi lter partially in the ground to create a more natural effect.

Once you have determined the water level of the pond, you can then dig the hole for the skimmer. 
This hole should be dug just outside the fi nished edge of the pond and will need to be the follow-
ing size: 16" wide x 22" away from edge of pond and 14" below water level.

Ideally the water level in the pond will be 1" down from the top of the opening on the front of the 
skimmer. Once you have double checked your measurements you can set skimmer in hole and 
back fi ll approximately 1/3 of the skimmer to hold it in place.

INSTALLING UNDERLAYMENT AND LINER

Be sure to go over the excavated hole one last time making sure any sharp objects are removed which could eventually 
wear a hole in the liner. Once your hole is completely shaped and free from sharp objects it is time to (5) install the underlay-
ment. Simply unfold the underlayment and place into pond. Walk through pond and make sure fabric 
conforms to all shelves and plant pockets. Installing the liner is done much the same as the under-
layment. Liners, except in large or odd shaped ponds, are always done in one piece to prevent the 
additional work of creating watertight seams. For ponds that do not have a stream being added, care 
should be taken to pull all extra liner towards the AquaFalls fi lter. Be sure there is enough liner to 
reach the fi lter and a little extra as a safety. For ponds that have a stream, an additional piece of liner 
is needed. Be sure the stream liner is oversized as it takes extra liner to make the twists and turns 
needed to make the stream look natural. Where the stream meets the pond be sure the area where 
the stream liner overlaps the pond liner is running downhill and is above the water level of the pond. 
This will prevent leaking since water cannot run uphill between the two pieces of liner.
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Installing the liner ... be sure to leave a few extra inches of liner in the 
pond. These small wrinkles will be covered by the stone and will allow 

the liner to stretch into place when the pond is fi lled with water.
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ADDING ROCKS

(6) Covering the entire liner with rocks is a relatively new concept in water gardening but one 
that certainly has its benefi ts. By covering the liner in rock you are creating a much more nat-
ural looking pond, protecting the liner against punctures and creating additional surface area 
for benefi cial bacteria to grow on. Typically 6" - 12" rocks are used on the vertical ledges in 
the pond, care should be taken when placing the larger rocks so they do not damage the liner 
(use scrap liner or underlayment pieces under large rocks). Start from the middle of the pond 
and work your way outward placing rocks along the vertical walls of the pond (see photo at 
right). Once the large rocks are in place, cover fl at ledges in small rock. Usually 1" - 2" stone 
or “septic stone” is used for this. It is not mandatory that you cover the liner with stone, but 

if you are looking for 
a “natural” water fea-
ture it will look much 
better if liner is cov-
ered. Once rock has been installed you can (7) rinse dirt 
from rocks if necessary so pond will be clean when fi lled. 
If rock is not rinsed, water will likely be cloudy when pond 
is fi rst fi lled. This will settle out within one to two days 
giving you clear water.

INSTALLING SKIMMER

It is now time to (8) install skimmer. Earlier when digging the pond you located the skimmer 
into position and backfi lled partially to hold the tub in place. Place a large bead of silicone 
around the opening on the face of the skimmer, then hold liner up (this is best done by a 
second person) in front of opening. Place the face plate against the skimmer with the fl ange 
sticking out towards pond (see picture below) and line up the top holes with an awl. Secure 
in place with a bolt and washer. Install the four corner bolts fi rst, then install all remaining 
bolts. After all bolts are in, reach inside faceplate opening and cut away the liner. Silicone 
should dry for at least one hour before being submerged in water.

Install the bulkhead fi tting in the 
hole in the back wall of the skimmer. 
This is your overfl ow outlet. Use the 
male adapter and any left over pipe 
to drain overfl ow water away from pond. There are two holes, one in 
each sidewall of the skimmer. Install the end of the fl ex pipe through one 
of the holes, allow pipe to stick into the skimmer 3" - 4". Install pump, 
with check valve assembly attached, into skimmer. Slide the rubber cou-
pling over the end of the PVC pipe and tighten. Run the power cord out 
the other hole to your electric supply. Slide the fi lter pad rack into place, 
install PVC pipe into front groove on skimmer sidewalls (this acts as a 
spreader to keep sidewalls straight when buried), and fi nally put debris 
net into skimmer. This completes installation of skimmer, you can now 
fi nish backfi lling.

CONNECTING THE AQUAFALLS

Double check that fi lter is level side to side and tipped forward 1/2" - 1". Attach the 
liner from the pond or stream to the front of the fi lter by applying a bead of silicone over the 
inserts on the face of the fi lter. Hold liner up to face of fi lter and place fl at plastic strip over 
liner. Insert bolts through fl at strip and liner and into inserts installed in fi lter tub. Be careful 

not to cross-thread bolts into inserts.

Place short PVC pipe legs onto bottom of black fi lter stand, place stand into fi lter, place two fi lter 
pads onto fi lter stand. A large media bag is included with fi lter. A fi lter media (fi sh fl oss, bio rib-
bon, lava rock) should be placed in fi lter bag and placed on top of fi lter pads. This media will pro-
vide a large surface area for bacteria to colonize on, which cleans the water as it passes through 
the fi lter.

Use rocks around the perimeter of the fi lter along with plant material to help hide the fi lter. A 
couple rocks can be placed on the media bag inside the fi lter to help break up the square look of the fi lter. This will complete the 
installation of your pond. Accessories such as underwater lights, spitters, fountains, etc. can be added as desired.

Water Level

Plant
Pocket

• Use larger stones on  
vertical walls

• Use 1-2" stone 
 
on flat surfaces

1"-12"

Cross Section of Excavated Pond

14"-20"

When placing rocks — start in the 
middle and work outward.

Be sure to use a large bead of silicone around opening. Hold 
face plate in place and line up holes with an awl. Insert bolts 
through holes and secure with nut on inside of skimmer.Jo
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