CONGRATULATIONS ! YOU HAVE JUST PURCHASED THE FINEST HIGH SECURITY PUSH BUTTON LOCK MONEY CAN BUY

INSTALLATION INSTRUCTIONS

for

LEVER HANDLE PUSH BUTTON LOCK

I. THIS PUSH BUTTON LOCK IS MADE FOR RIGHT-HAND DOORS.
   If you have a left-hand door, follow these instructions and change the handing screw and support alignment pin by:
   A) Remove 2 blue marked screws, take off rectangular lid of the outside lock body (see Fig. 1A)
   B) Pull up the handing pin and insert it in the right hole, and install the supporting alignment pin form left to right hole.
   C) Re-set the lid with two (2) original blue marked screws.
   D) Remove blue marked screw of inside body plate (see Fig. 1B) and replace it in the right hand hole and fastened, it changes to left hand operation.

Fig. A

Fig. B

II. INSTALLING THE LOCK
   A) Apply the proper template to the edge of the door and mark for hole.
   B) Drill one 5/16" dia hole, and one 1-7/16" dia hole thru the door.
   Drill one (1) 1" hole at the door edge to receive the mortise latchbolt.

   Install latchbolt, outline face plate of latchbolt, and chisel out area to receive latch face.
   Latch face should be flush with the surface of the door edge.
   Reinstall latchbolt in "up" position into hole and fasten screws.

   C) Place rubber escutcheon outside of door. Insert two (2) hexagonal legs of the outside lock body into the holes, see figure 2.

Fig. 2

FOR RIGHT HAND
(INSIDE DOOR)

FOR LEFT HAND
(INSIDE DOOR)

E) SELECT THE PROPER SPINDLE TO FIT DIFFERENT DOOR THICKNESSES.
USE 3" SPINDLE FOR A DOOR 1' TO 1-3/8" THICK.
USE 3-3/8" SPINDLE FOR A DOOR 1-3/8" TO 1-3/4" THICK.
USE 3-3/4" SPINDLE FOR A DOOR 1-3/4" TO 2" THICK.

F) PLACE RUBBER ESCUTCHEON ON INSIDE OF DOOR. INSTALL INSIDE BACK PLATE TO THE DOOR (SEE FIGURE 5) AND FASTEN SCREWS. MAKE SURE SPINDLE ENTERS SLOT OF INSIDE BACK PLATE.

G) CLOSE DOOR, AND DECIDE THE POSITION WHERE LATCHBOLT TOUCHES THE FACE OF DOOR JAM. MAKE HOLE FOR STRIKE AND CHISEL OUT UNTIL STRIKE FACE IS FLUSH WITH SURFACE, THEN REINSTALL LATCH AND FASTEN SCREWS.

II) TO OPERATE LOCK.
A) THE INSIDE IS ALWAYS, OPERABLE BY TURNING THE INSIDE LEVER.
B) TO UNLOCK, PUSH BUTTON C AND THE SET CODES ON BUTTONS AND TURN THE OUTSIDE KNOB WHICH RETRACT THE LATCHBOLT (IF YOU RESET THE CODE, REFERENCE TO THE ATTACHED SHEET, "HOW TO RESET THE CODE")
C) TO LOCK, SIMPLY CLOSE THE DOOR.
D) TO USE HOLD-OPEN FEATURE. OPERATE LEVER TO HORIZONTAL POSITION SLIDE SWITCH BUTTON TOWARD THE EDGE OF THE DOOR.

REMARK:

A) ALWAYS PRESS BUTTON "C" (CLEAR) BEFORE USING PUSHBUTTON FOR ENTRY.
B) ALWAYS PRESS BUTTON "C" (CLEAR) AFTER LOCKING THE DEADBOLT)