UP timer

Specifications (previous/current)
Type: 24 Hr. 3-position On/Timer/Off 15-minute interval
• Size: 3.77 x 2.85 x 1.25”
• Supply voltage: 120 VAC
• Power consumption: 1 VA

Switch rating: SPDT
• Resistive: 21A/6 A
• Tungsten: 1350 W.
• Inductive: 1 HP @ 120 VAC; 2 HP @ 240 VAC

Wiring connections: 1/4” quick-connects.

Installation
Indoor, wired and mounted on the UP terminal box.

Features
• Compact and contemporary design.
• Captive trippers are easy to set, cannot be lost.
• Quartz drive provides 7-day carry-over.
• Synchronous drive for greatest accuracy, lowest cost

Timer control

<table>
<thead>
<tr>
<th>Product number</th>
<th>Description</th>
<th>Shipping weight</th>
<th>Length</th>
<th>Height</th>
<th>Width</th>
</tr>
</thead>
<tbody>
<tr>
<td>505474</td>
<td>24-hour programmable clock/timer for use with single speed. Series UP (115 V) circulator* for date codes 9132 - 0527</td>
<td>10</td>
<td>62</td>
<td>2 7/16</td>
<td>1 17/64</td>
</tr>
<tr>
<td>599388</td>
<td>24-hour programmable clock/timer for use with single speed. Series UP (115 Vt) circulator* for UP 15 only date code 0528 and after</td>
<td>10</td>
<td>62</td>
<td>2 7/16</td>
<td>1 17/64</td>
</tr>
</tbody>
</table>

Approvals