JVS-D7000Standalone DVR User Manual

Menu
JVS-D7000 Standalone DVR Instructions
R 1 11 o o 13 1] o 4
A o o [ T 9= o o1 [0 o
1.2 FAIUIES . ..ot e e e e e e e e e
R Y 0T o o= 110 4
2. ProduUCE FEatUIES. .. ottt i et et e e et e e e et et e e et e e aen e aeeeneeneee D
N R - 1 1= 1 ] o (o] o 6
A o ) 6= [ 11 £ 0T 1o ) o
2.3 Remote-control INSTIUCTION. .. ..o e et e e e e e e e e e e e e e 9
2.4 Video Standards..........oceoviiiiiriieiie i i i ne e e e s neiene e seneenneneeennn 10
G FO O 7 T | 1S3 1B T ox 1 o] 0 11
3BLd AN CIOS ittt e e e ———— e e 11
3.2 PreVIiBWING. ..o ittt e et e e e e e e e e e ren e e e e L]
3.3 MeNU BasiC OPEIaliONS. ... cou ittt et e et e e e e e e et e e e e e
.31 ENEE MEBNU. ..ttt et e e e e e e et e e e 11
3B.3.2 EXIE MBNU. e e e e e e e e e e e e ———— e 12
G Y = 1T T T £ 1 12
3.5 Playback Recording Files. ... e e e e e
3.5.1 FilesS SearChING. .. oot e e e e 13
3.5.2 Searching RESUIL.......c.uitiit e e e e e e e e e
3.5.3 Playback MeNU.........c.ouiiiiii it e e e e e e e e eeae e L3
BB RBCOI. ettt e e e e e e 14
ST P e 15
G 0= T 1V = 10 o ) P 15
G = 00 1o T P 15
3.8.1.1 HDD ManagemeNt. .. ....ciiiti et ettt e e e e e et e 16
3.8.1.2 Users ManagemeNnt. ... .....euueriieiieit et s et et e e e e e e aae s 16
3.8.1.3 Restore Default SettingsS.......ouuviiiieie it e e
3.8.1.4 Clear AlaIM. ...t e e e e e 17
3.8.1.5 Software Update ..........oooiiiiiiiiie i e e e e 17
3.8.1.6 TIME SEUING. .. ietieiet et e e e e e e e e e e 18
3.8.1.7 Version INformation..........coooe s s e e e e e e e 18
3.8.2 SY S IEIM SO NG S. . it iinit it ettt et e e e e e e 18
3.8.2.1 SYSIEM SIUP. ... ettt st et ettt e e e 18
RS T2 = = Toto ] (o {10 To ST =] 1 1] o 1R 20
R C TZaC Y/ To [T oY= 1] o o 20
3.8.2.4 AlGIM INPUL. ..t e e e e e e e e 22
3.8.2.5 Alarm OUIPUL. ...t et s e e e e s 22



JVS-D7000Standalone DVR User Manual

Client-end Software Instructions.

1. SUrveillancCe SYSTeM . i i i i et e e e s e s et e e e e e e e

a b wn

3.8.2.6 Schedule ReCOrding.........c.oovii i e e
3.8.2.7 NetWOrk SetlingS......cviieiie e e e e e e e

3.8.2.8 PTZ SOUNGS. . e ittt et et et et et e e e e e e 24

3.8.2.9 MOLION DEeIECHON. ...ttt it et e e e e e

3.8.3 SYSIEIM LOg. . ettt ittt 26
3.8.4 SNUIAOWN ... e e e e e e e 26

Code StrEamM SEIECHON. ..t e e e e e e 29

PTZ CONIOL. .. et e e e e e e e e e e e e
AdVANCEA SEIINGS. ... ittt e e s e e v et e e e e e e eaaaas
L0110 11 = 11 0] o 1

L TR RS Y =1 7=
D 2 C AN e e e
LT T N = 1 1 2

D USEIS INTO. it e e e e e e e e
LTS T 11 1=
ReMOtE PlaybacK..........ouii i e e e e e e e e



JVS-D7000Standalone DVR User Manual

JVS-D7000 Standalone DVR Instructions

1. Introduction

1.1 Product Description

This standalone DVR uses an embedded processo©8ndith advance network capabilities. This stantal®VR

serves as a digital video and audio recorder, gigisal video and audio server functions. It carrkvimdividually or

with other equipments to form a network. This D\&perfect for small to medium business or residéafiplications.

1.2 Features

User friendly Linux operating system.

D1 previewing resolution and CIF compression retsaiu

Supports 4/8/16 channel video and 2 channel audio.

Support snapshot during previewing and playback.

H. 264 compression standard and adjustable conipnegsality.
Supports adjustment of video quality.

Supports five monitor resolutions.

Supports Privacy Area Functions.

Supports PTZ controls.

Supports alarm input and output.

Supports software updates.

Supports both static and dynamic IPs, PPPoE andteelink statistics.
Support Mobile Monitoring and PTZ controls from rete PC or Andriod/iPhone.
Supports system log and Admin rights.

Preview, PTZ control, playback and download renyotel
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1.4 Specifications

Model JVS-D7004 JVS-D7008
(O] Embedded Linux Embedded Linux
Video Standard PAL/NTSC PAL/NTSC
Compression H.264 H.264

Standard

Recording Type

Manual, Scheduled, Alarm, Motion Detecti

n Man@heduled, Alarm, Motion Detectio

Searching records

Time, Event, Channel, System Log

Time, Event, Ckear8ystem Log

Backup Type Network Backup, USB Backup, SATANetwork Backup, USB Backup, SATA
Backup Backup

Video Input 4 Channels BNC 8 Channels BNC

Video Output 1 Channel BNC and 1 Channel VGA 1 Channel BNC afthannel VGA

Audio Input 4 Channel BNC 8 Channel BNC

Audio Output 1 Channel BNC 1 Channel BNC
Previewing D1: 702x576/PAL1[1702x480INTSC ! D1: 702x576/PALI[1702x480INTSC !
Resolution

Playback CIF: 352x288PAL[1[1352x24Q0INTSC CIF: 352x2881PAL[1[1352x240INTSCJ
Resolution
Motion Detection | Up to 4 independent detection area in eadlp to 4 independent detection area in each

channel, Multi-level sensitiviity.

channel, Multi-level sensitiviity.

Layout

1 and 4 Screens

1, 4 and 8 Screens

Total Frame Rate

100 fps (PAL), 120 fps (NTSC)

200 fps (PAL), 248 {INTSC)

Saving Records

Local HDD and Remote Network

Local HDD and Remogtvibrk

Local Playback

1 Channel or 4 Channels Playback

1 Channel or #3Ha Playback

Alarm Input Up to 32 Input Up to 32 Input
Alarm Output No Limit No Limit
PTZ Control RS485 RS485
HDD Port 2 SATA ports, Up to 2TB per one 2 SATA ports, URIB per one

Network Port

RJ45 10M/100M Adjustment Port

RJ45 10M/100M AdjustrPort

USB Port 2 USB 2 USB
Power 12V 5A 12V 5A
Size 340mm*332mm*56mm 340mm*332mm*56mm
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2. Panel Instruction

1. Power Light 2. IR Light 3. Recording Light
4. Channel Keys 5. Power On/Off 6. Directions axd
7. Play 8. Pause 9. Play per frame
10. Slow Play 11. Fast Play 12. Return

1. Video Input 1~2 2. Audio Input 1 3. USB

4. RJ45 5. Ground 6. Video Input 3~4
7. Audio Input 2 8. Audio Output 9. Video Output
10. VGA 11. RS485 12. USB

13. Power

3 Installation Instructions
Before installation, make sure your internet cominacand power cable is plugged into the unit.

If you plan to use the DVR to record locally, astalled HDD is necessary. It is necessary to fottmatHDD. Menu>
System Setting®> HDD -> Format.
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4. Mouse Instruction
A mouse can be used on either USB port.

The interface of DVR is similar to Windows. Lefet means selected or OK, and right-click meansebor exit.

While previewing images, double left-click mousesingle-channel preview and double left-click agairreturn to

multi-channel preview.
When menu is shown on screen, right-click or cBA means close the menu window or exit.

5. Menu Structure
The menu includes check box, select box, edit Imukkauttons.
(1) Check box:4"stands for valid andi”stands for invalid.
(2) Select box: Left-click mouse.
(3) Edit box: Enter objective content in edit boxes
a. Change input content by Ieft-clickinlﬁ"’.
(4) Buttons
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JVS-D7000 DVR O/S Instructions

3.1 Previewing

The previewing interface will be shown after staagtisystem. recording.D this channel is set alarm, but is not
triggered.E the alarm is triggere(ﬂ client-end is linking this channel.

3.2 User Login
After starting system, right-click to log in.

r b

Q User Login

Usarnumn |

Paggsord
[ Login |

The default Username is “abc’and Password is “123"It is recommended to change your username anavpess$n
User under System. Please make sure your “Locatl’lded “Net User” are the same.

If you forget your username and password you cad siege S/N code and user information to Email Supfmoget a
temporary password.

3.4 Main Function
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After login, right-click to enter the Main Menu.
System:System settings

PTZ Control: Control PTZ

Record: Record manually

Playback: Playback recording files

Network: Network settings

Snapshot: Snapshot while previewing and playbacl

Set Video:Adjust video images quality

3.5 System

System includes System Settings, Channel Settidger Management, HDD Management, System Log, Softwa
Update, Snapshot Management and Alarm.

£ @ ¥

System Channel User Hard Disk
<& G| W| @
Log Update | Picture Alarm

3.5.1 System Settings

® Check “Show Time”, the time can be shown on scr@@me can be shown on top or bottom. Click “Sawe” t
become effective.

® |R Device ID is the code for remote control. Onljgem the IR Device ID and remote control use theesaotle
will the remote function with the unit. Click “Save

®  Transparency: The smaller the value, more transpa@dick “Save” to become effective.
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B-System Config
[~ Show Time Position -3 Set Time
IR Device ID - (0-265) Product SN_
Transparency - [40-255]
e Resnlution_g
[ Enable WebServer Port -
[ Enable Mobile Server -3 Quality FPS_E
[~ Enable Talk  Channel [
Language _E Version _

Eegister Res'torel Defaultl Save |

VGA Resolution includes 800*600, 1024*768, 12802401280*768 and 1440*900.
Enabling WebServer allows the user to view remotegfault port is 80, user can use IP addressew vemotely.

If user changes other port, for example 88, usestmadd port number after IP address, for example
http://192.168.8.245:88The detail IE surveillance instruction is accaglito 4.2 |E. Click “Save” to become
effective.

® Enable Mobile Server allows the user to view remyofeom a mobile phone. Image quality and FPS can b
adjusted according to bandwidth of phone intermefge quality includes high, middle and low. FP8udes 30,
15, 8, 4 and 2. Click “Save” to become effective.
Enable Talk to let user allow any one channel fowdth client-end software. Click “Save” to becorafective.
Language includes Chinese and English currentlyreManguages will be added. Click “Save” to become
effective.
Restore: Restore the whole system to be defatihgst
Default: Restore the current page to be defaulingst

3.5.2 Channel Settings

@® Channel Setting

c [N -]  video Standaxc [N Y]
[ Show 05D Posi‘tio-g Hame _

[T Monitor fudic [ Record fudio File Size -l'l'[BfH

PTZ
[Edlir - Protocol_z Baud-g Moxe

[ Schedule Recl From- : - To - : -
[T Schedule RecZ From- : - Ta - : -
[ Frivicy Area Setting

Apply to P,lll Default | Save
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®  Choose different channel and set video standar/§fPRSC) according to the standard of cameras. Cigiply

to All” to ensure changes effect all channels. ‘©Sae become effective.

Click “Show OSD” to manage if the OSD is shownrag top or bottom. Click “Save” to become effective.
Monitor Audio means enable audio while previewiGgck “Save” to become effective.

Record Audio enables audio while recording andiptapack. Click “Save” to become effective.

File size can be adjusted between 100 MB/H and\BBM. Click “Save” to become effective.

PTZ settings include Address, Protocol and Baud. ratick “Save” to become effective. More PTZ order

exchange, as follows:

&2 PTS Setting

[ Left Right Switch[ Tp Down Switch
[ Iriz Zoom Switch | Focus Zoom Switch

[ Zoom Switch

QE Cancel

® Schedule Record can be used to choose two schettaksito record every day. Click “Save” to becaffective.
®  Privacy Area setting is as follows:
Left-click the mouse to choose privacy area. Rigluk to cancel the privacy area. Up tp 4 areaslmassigned.
After setting privacy area, click “Save” and “Extty save all settings.

LButton—>Draw

FButton—*Cancel

Sawve
Exit

3.5.3. User Management

Users include Local Users and Network Users. Laggars mean the users who can control the host+sehdNatwork
Users means the users who can control and viewtetyno
® Click “Add” in User Management page to add new siser

Input new user name

Input the password of new user
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Set the rights of new user
Check privileges of new user
Click Add to save the settings of new user
®  Modify User
Left click the target user and change the inforaratf the target user. Click “Modify” to save allanges.
Note: Only administrators can edit the rights of other users.
®  Delete User

Left click the target user and click “Delete” tolete the user.

Lglser Management
rLocal Uszer
Username User _ Furd _
add | pelete | Modify |
[ Fecord ’_Playback [ Network [ Swatem
[ PTZ [ videoSet [ guit [ Other
et Uzer
Tzername U=zexr _ Pwd _
Add | Delete |  Modify |
[ chi [ Chz [ Ch3 [ Chd
[ PTZ [ Playback [ Syztem [ Other
MNote:All operation must SAVE to take effect Save

3.5.4 HDD Management

® HDD information includes Device, Capacity and Ssatéistatus is normal, you can record and capnepshots..
If status is unformatted, you will need to formddBl.

= Hard Disk Management

Device Capacity Statuz

Dizkl - _ Format
piskz [ N Format|

Prugressl

Pack File Every.]'f[inu'tes 0K

® File Packed Time can be set between 5 and 99 nsiniite0 minutes is set, the time period of evergording file

is 60 minutes.

3.5.5 System Log
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B Log Management

Page [l A1 cotol 0| M| 4|P|M| Backup To Usp

Time | Content

® System log can be recorded page by page. Page m@aest page. All means the total pages of sysbgmif you

want to check any page, enter the page numbethiet&oto box.ﬂ/li/ﬂ/ll mean the first page, previous,
next and the end page.

® System log can be backed up to USB Deuitice: USB device needs to be FAT32 form.

3.5.6 Software Update

Lt Update X
Method [

Tpdate Cancel

Notice: During update, do not stop power.

® USB: Copy the newest software into a FAT32 form UfBice, insert the USB device and click “Update”.

® FTP: Copy the newest software into the root men&T® server, input the IP address of FTP serverctiok
“Update”. Notice: The FTP must support public user.

® \Website: Choose website and click “Update”. Thighuod is suggested.

3.5.7 Picture Management
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S'auch[ Latas'tj
T M4 M

Choose channel No and time to search the snapsiotgs. LMJ/LIM mean the first page, previous, next and the
end page.

3.5.8 Alarm Management

Alarm management includes alarm input and outplarnA input includes Motion Detection and Alarm Inpdodule.

@® Alarm Management
- Llarm Input - Alarm Output
Type _3 A1 arm dura'tion- zeconds
- Motion Det———— [ Record Tideo Ch.E
video ch (M=  Bugzer
r Upem lifislem Bt [ call prese‘t- Tideo Ch.z
Lrea Setting X
[ Send mezzage to client—end
mAlarm Input Module— [ Alarm Output Module
[
i EE.
Addr
- Baudrate -3
Baudrate -3
Channel -3
Chanmnel -3
Clear Alarm Default | Save |

Motion Detection: Choose channel and Enable Moiletection.
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Channel:

Sensitivity
(Low —» High)

|
Default
Save
Exit

LButton—>Dxaw

RButton—*Cancel

Alarm output actions include recording, buzzeriglpresets, sending message to client-end. T of the alarm can
be set between 1 and 999 seconds. Alarm Output Madttings include address, baud rate and chidmel

3.6 PTZ Control

The main functions of “PTZ” includes: Direction ¢owl A.;/vlﬂl.b, Iris control, Focus control, Zoom control and

PTZ speedﬂ Adjusts the location of control panel.

ATTH ll ATTE Open | ATTH Clnse| m
Prese't-g Goto | Delete |ﬂ ﬂ
Add Prese't- S-taj.rT:i.me. _Iﬂdd A ﬂ

Patrol | Stop | NE | Eeturn |

Other functions (Click “More”): Preset and auxijidunctions of camera (Wiper and Lights).

3.7 Record
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Pleaze Select Channel:

[ ol [ Ch2
[ Cha [ Chd
411 | Home | 0K |

All / None: Start recording all channels / Stopareling all channels.

Notice: Before recording, make sure that HDD has been formatted. . means recording.

3.8 Playback
&® Play Back
co N~ 7o N pate T K D
Search| Latest P.- All- Goto- @ H ‘ ’ H
Mumber | Ch |  File Name | Begin Time | Size
Progress | Backup To USB| Playw |

Click “Playback” and the recording file list willeoshown. Choose Channel, recording type and dasedcch the

recording files. The search results will be showageby pageﬁMi/ﬂ/li mean the first page, previous page, next
page and the end page.

Backup to USB Device: Choose the target recordileg find click “Backup to USB DeviceNotice: Make sure the
USB Deviceisatleast 2.0 speed and formatted in FAT32 and contains enough free space..

Play recording file: Choose the recording file atidk “Play”.

.

Window Il Current [N Total N  Scecd I I3 M9
|

Play Fl Pausell| Step | Slow—F| Fa:-:‘l'i'.‘l Exit L'Jl

Frame [N [ Audio [ ALl

Playback Tools Bar: The playback tool bar is shawthe bottom of interface. Right-click to show#aithe playback
tool bar.

P|ay: PI!I}" F

Pausezw
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Play by Frame: Step >

Slow Play: Slow=Pf

Fast Play: fust+¥

Sound On/Sound off| Audie
Apply to All: [ ALl

3.9 Network Settings

~Configure
1o I [ hConstic (D)
Subnet [P o [
Gatevay NICICEN status N
ors [ PPPeE | | Save |
=Connection Statistics
th | IP [Fort B corsiections
ragelll 211N

LILTLAL]

Disc | Disc Al1]

®  Static:
Users can input IP, Subnet code, gateway and DNSBtHi. Click “Save” to become effective.
® DHCP:
Enable DHCP to get a dynamic IP. The network caméignformation can be shown in configure boxes.
® No. and Status:
Normally, the No. box shows No. and Status showsrdd If the No. box shows AQ, it means DVR does no
get No., and users need to System Setting Paggister the DVR online and restart DVR.
® PPPOE:
Click “PPPoE” to set Username and Password of ADS

FE PPPol Setting

[ TUse FPEE

Usernanc [
Passvord M

0K

3.10 Snapshot
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Choose the target channel and right click to sieiain Menu. Click “Snapshot” to capture picturée system will
show “Channel # snapshot successfully” to note simapwas taken.

3.11 Set Video

Choose the target channel and right click to sHwwMain Menu. Click “Set Video” to adjust the imagféect.

et [1 - K
e n
on - || 4

Default |  Save |

use | and = to adjust the relative parameters. cI® to move the location of Video Setting box.
3.12 Shutdown

Right-click to show the Main Menu. Click Shutdown.

r: Shutdown System X
b
LA

Logout Shutdown Restart

JVS-D7004 |

® Logout: Unit will continue to record while loggedio
®  Shutdown: Turns the DVR unit off.

® Restart: Restarts Unit.

Client-end Software Instruction

1. Introduction to JDCS

JDCS is remote viewing software “Client End” inktdlon your PC to access remotely.

Double-click the desktop icon to enter the login paneThe default username is “abc” and default

10
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password is “123".

Note: The User Name and Password should be the asuthe User Name and Password in Network Useiét D

Settings.

2.JDCS Interface

2.1 System Menu Panel

11
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Link All : Click to connect the client to local cameras. (Malkiee you have configuretetwork setting$

Link None: Disconnect from local cameras.

Recording: Click this button and you can record the rematiees and save the recorded videos on client PC.
User can search and view the recorded files intRlely System. (Click PlaybacK' in the above figure for replay.)
Snapshot Click to snapshot remote video. User can view tieshot images inSnapshot Managér

Playback: User can replay recorded videos. For details plesfer to Playback Systert

Advanced: Go to ‘Advanced Setting$for details.

Settings: Details will be introduced inJDCS Settings.

2. 2 PTZ Remote Control Panel
In this panel, you can remotely control your PTIhesa(s).

2.3 Remote Playback/Remote Download Panel

In IDCS, users can search and play from recortesidiored on local system.

1). Get access to local video channel and selectttannel as the current channel.

2). Click "Search" in the below figure, recorde@diof this channel on local PC will be listed.

3). Double click the listed files for playback.

4). Right-click and click "Download" to downloadcaded files stored on local PC onto client PC.

[=)- Group 01-Remate Monitoring
- Remote Monitaring 1
- Remote Monitaring 2
- Remote Monitaring 3
- Remote Monitaring 4
- Remote Monitaring 5
-~ Remote Monitoring &
- Remote Monitaring 7
- Remote Monitaring &
- Remote Monitaring 9
-~ Remote Monitaring 10

el B w Bl w B w B w i w B w B w |

2.4 Master Recording Control

If user is set as Master Recorder in local us&yse€l's" >> "Client User Rights" >>Master Recording Contrd), users

can also control the recording on a local PC.

Right-click in JDCS view channel, users c&tdrt Master Recording" or "Stop Master Recording".

12
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Current: Channel 1 (Group 1)

Conneck
Disconneck

Start Recording
Stop Recording
Open Audio
Clase Audio

Remote Playback Conkrol 3

Cutputvia Decoding Card

Start Master Recording
Stop Master Recording

Start Talking
Stap Talking

2.5 Operation Log
Operation records will be displayed in this panel.

Operation Log
13:56:43 abc entered JOCS.

3. JDCS Settings

NOTE : The Ul code stated in this manual is your CloudSEE Id number.

3.1 Video Source/Group
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x4

Wieo Zowroakroas |Locaiiver | Stoenge | Advanced |

“Group Seings
| Epmryrm———— ey e T i
=D S e
CErTEE e e Patgwsd
Soercn T
Soarce 3 I Lick by Dornandf
Ee e
e § T
'.ib.-r“'.:t- Bl ek Mondiorieg | Ul Code
Sorce 7 —
e 3 Demainise ETERA 128 Charrad fbar: [0
Sy §
Sl T
oA =T R Demtesct vt i LAM
Ref U ol e
[+ Rizorwe rerobe slarm tigrats
1 5 {len SR Cutpfoceeda i) [ j
e e I =T | sae |

o oo |

Group Settings

You can add one group for each local PC. You csm rlodify or delete the group.

Video Source

All video sources in a group are listed in the teflumn. Select one video source and make settimghe source.
Username and Password

Username and password are the ID by which you eaaapess to local PC.

Connection with Domain/IP

For remote access, you can use a domain or IPssldrkis connection method is suitable for accédsnLAN.
1). Uncheck "Use SECU" to activate domain/IP cotinacsettings.

2). Enter domain or IP address of the local PG:tess.

3). Input the correct Com Port. (By default, thigidih communication port is 9100, and following &#01,9102,...)
4). Enter SECU JDCS main interface, right clickame channel and click "Connect".

Connection with Ul Code (CloudSEE)

If you want to get access to a PC DVR system owbaf LAN, you can use the CloudSEE id, which agatdmplex
settings of port forwarding or DDNS for connectioetween LANS.

For detailed settings please refer tdI"Code Settings in JDCS

Receive remote alarm signals

Check this function to enable JDCS to receive alsignal from local system (DVR).
Decoding Card Output

Check "Decoding Card Output" to enable remote vitelme displayed on TV monitors.
Functional Buttons

Add Source: Add a new video source to a group.

Delete Last: Delete the bottom video source.

Default: Restore to default settings.

Apply To All: Apply current settings to all sources.

Save:Save the configurations to video sources.

14
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3.2 Local User

[Asettings x|
Witeo SourceiGroup  Local User |StDrage | Advanced I
Username | Rights
ahc Aciminiztrator
Username Passwiord I Rights 'I
o Llzer
Add | Delete | Moty | Mortmal User
Powver User
Acministrator
Ok I Cancel |
In this tab, you can configure the client user tsgh
You can also add new users, modify and delete users
3.3 Storage
x

Widen SourceiGroup I Local User

Advanced I

—5ave recorded files to

B e R e e T s T e L i T i

erl) Tl it e e < et ik el = B s it e )

~In case'df HOD =pace shottage

(s Cover previous recorded files

. Stop recording and make notification:

=
Q) Drive F: iz system drive and not svailable for storing recorded filest

Ok I Cancel

Save recorded files to

You can select hard drive to store recorded files.
In case of HDD space shortage

If HDD is short on space, you have two options:
1). Cover previous recorded files.

2). Stop recording and make notification.

15
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Note: System drive is not available for storage!

3.4 Advanced

x

Wideo SourceiGroup I Local User | Storas "K'c'!'i;"auﬁced':ii

I~ Place system always on top
I™ Dizabled Cirl+Ak+Del when system iz locked:
™ RGB Preview

Sequencing Display Interyal I 30 Second(s)

Okt I Cancel

Place system always on top

Check this option to make JDCS always on top.

Disable Ctrl+Alt+Del when system is locked

Disabling these hot keys will protect system frdiegial operations.
RGB Preview

This preview mode can get better remote connectan network.
Sequencing Display Interval

Window display can be viewed in turn. You can sefuencing display interval by second.

4. Advanced Settings

Switch User

Close &l Audios

Lock System

Unlock Swstem

Group Seguencing Display

Cperation Log

Snapshot Manager

Skop Sound- Card &larm

Clear Operation Log

Screen Splits . r

About IDCS
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Switch User: Switch to user with different rights.

Close All Audios: Close audio function of all channels.

Lock System: Lock JDCS system.

Unlock System: Unlock JDCS system.

Group Sequencing Display. Sequencing display channels group by group.

Operation Log : Operation records and software information.

Snapshot Manager. Manage, retrieve and view snapshot images.

Stop Sound Card Alarm: Stop sound card alarm upon different conditions.

Clear Operation Log : Clear operation logs without deleting them.

Screen Splits: Five view layouts are available: 1 channel vidwhannel view, 9 channel view, 16 channel vied 25
channel view

About JDCS : Software version and copyright information.
5. Playback System

JDCS has built-in access to Playback System, wdachmanage, retrieve and playback recorded fikzllipand

remotely.

Click button "Playback™ in JDCS, playback system wil be opened,
You can download Media Player plugin from our websd playback the recorded files.

o
o
o
3
o
|
o
]
o
lo:.
! | KR

- | : AL L,
T T e S —

5.1 Playback Functions
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COpen Pl Stoy Fast Slowe  Backward Forward Snapshot  Cut Play Al Play Mone  Pla

Playback control buttons:

Open:Open recorded files.

Play/PauseClick "Play" to start playback of recorded videthgen click "Pause" to pause.

Stop

Fast:Fast Play

Slow: Slow Play

Backward:display the video backward by seconds

Forward:display the video frame by frame

SnapshotCapture images from displaying video, the captumehes can be checked in "Snapshot Manager".
Cut: When the recorded file is being replayed, you adrtfee video. Click "Cut" at the expected point atidk "Cut"
again to stop cutting, and Save As dialog will pthyed automaticllay.

Play All: Select videos and playback them all simultaneously.

Play NoneStop playback all videos.

Play:Play audio of recorded videos.

5.2 Playback Status

On the right side of the JDCS main interface, yan get system status information. They are asvistlo

Video Playback Information

Current Channet Channel 1
Currert Frames; 900

Total Frames: 0

Play Speed: Normal

Current ChanneCurrent window in playback.

Current Frames:Number of the frames in display for each packisd fi

Total FramesRecorded files are packed every 30 minutes, stotheframe refers to the size of the packed filde
value is constant. At a speed of 25fps, the totahé is 30*60*25= 45000.

Play Speedhe lowest speed is 10 percent of the normal spaddhe highest is 8 times the normal speed.

Recorded File Searching Panel
Recorded video files can be searched via two mdskestist andTime List.

18
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1. File List Mode

This mode is shown as the following figure.

Select date, channel and click "Refresh", and tfipeeted recorded files will be listed in the list.
Then double click the list file(s) for playback.

You can also select a file in the list and cliclaV8 As" to save this file to your expected path.

Friday . June =]

Start Time | Size (HB)
09:45:45 150 D:UderiIeL’;
09:48:45 590 DiMedvrFiley
2 AdolvrFilet

09:47:52 D JedvrFiletd
09:47:52 D:dvrFiley
03:47:52 Dok Filey
09:47:52 D ddvrFilely
09:353:43 D:UderiIeLi
09:33:45 DobldwrFiletd
09:35:45 DibelvrFilel]
09:33:43 D edwrFile
09:33:41 D \edwrFilet
093341

09334

05554

2. Time List Mode
Time List Mode is shown as figures below:
(In File List Mode, click "Time List" button to stgh to Time List Mode, vice versa)

Friday . June




JVS-D7000Standalone DVR User Manual

Double click on the blue area to playback recorfiled.

IE ActiveX

NOTE : ActiveX is not recommended for Vista or 7 users. Please use the JDCS software to view remotely.

1. Install IE ActiveX from website

2. Use IE ActiveX

1. Install IE ActiveX on website

Open IE browser

Qrea s D (W] E R e P ) 30 H L T e

Al e L T -

W i ] et sy, e g e e e e il e I =
e — I

Click "Install ActiveX Control" and Install IE ActeX.

Internet Explorer - Security Warning E|

The publisher could not be verified. Are you sure you want to install this
software?

Mame: JdwrOcz.cab

Publisher: Unknoswn Publisher

Install ] | Don't Install |

should anly install saftware from publishers wou trust, How can I decide what

@ This file does not have a valid digital signature that verifies its publisher, ¥ou
software to install?
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Or click "Download Installation package" to dowrdothe IE ActiveX and install locally.

2. Use IE ActiveX

After installing IE ActiveX, you can view cameraamotely in IE browser.

-

Wiew Widso Service Web

Useriizre:

Input Username and Password. By default, Usernarta@min”, no password. And click "login" enter AEtiveX
interface.

Note: The User Name and Password should be the asuthe User Name and Password in Network Usenét D

Settings.

=)
=)

B
h &

1 o]
=

B Il R FE H =

Click "Link All" at the right side of the controlgmel to remote view the cameras.
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1. Connection with Ul Code ( CloudSEE )
If you want to get access to a PC DVR system oybaf LAN, you can use CloudSEE ID, which avoidsnpbex
settings of port forwarding or DDNS for connectioetween LANS.

IE ActiveX connection is similar to JDCS connectionfor details refer to " Ul Code Settings in JDCS'.

After the settings are finished, right click on d&eActiveX channel and click "Connect".

The following figure is a demo for IE Control reraotiewing.

2. Connection with Domain/IP

For remote access, you can use domain or IP addigissconnection method is suitable for acceshiwitAN.
1). Check "Link by Domain/IP" to activate domain&Bnnection settings.

2). Enter domain or IP address of the local PCctess.
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3). Input correct Com Port. (By default, initialnmmunication port is 9101, and following are 910931..), click "OK".

4). Right click on the IE Control channel and cli€onnect".

IE ActiveX Functions

Cotrection

1. Link All: Connect all channels
a 2. Link None: Disconnect all channels

Link A1l Link Hone

3. Disconnect: Disconnect single channel

- —
4. Connect: Connect single channel

Discennect Conmect

Fecord Control 2
e ma] =1

Record All Record Hone

Iris

Focus

Zoom

B E

5. PTZ control: Control
the direction and

actions of PTZ. lIris,
Focus and Zoom:

Control the image

quality of each channel

Grouping

ﬁ Group list
H-{"] Remote Monitoring
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6. Record All: Record
all connected channels.
7. Record None: Stop
recording of all the

recording channels.

8. Snapshot Manager:
Manage the pictures
which were snapshoted.
9. System Logs

10. Settings IE Control
Settings panel is similar
with that of JDCS:
Video

Source/Group, Local

User, Storage and

Advanced.
11. Playback: Playback
the recording files

which locate in
client-end PC

12. Remote
Search: Search the

recording files which
locate in host-end PC

13. If you have more
than 25 channels in
JDVR, for example 50
channels. You can
group all channels in 2
groups (25 channels per
one). In this way, the
requirement of network
will be reduced. It is ok
if you have enough
network bandwidth for
25 channels at the same

time.

Layout 3
Select Group 3
Display Ratio 4

Connect
Disconneck

Skart Recording
Stop Recording

Enable Audio
Disable Audio

Remote Playback Control  #
About IE Activer

Layout:1 screen, 4 screens, 9 screens, 16 screens,
24 screens.

Select Group Set groups for different host PC in
connection.

Display Ratio: Original proportation or Covered
window ConnedConnect
to the current channel in host.

Disconnect Disconnect the channel.

Start Recording : Start recording.

Stop Recording: Stop recording.

Enable Audio : Enable audio monitoring of
current channel.

Disable Audio: Disable the audio monitoring.
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Remote Playback
Control: Control
Playback.

About IE ActiveX:
Version information
about IE ActiveX.



