
13mm wrench 

14mm wrench 

17mm wrench 

2 x 10mm wrenches 

Installation Information: 
This product requires use of basic hand tools 

and does not require any modifications to the 

existing structure of your vehicle. 

4mm Allen wrench 

5mm Allen wrench 

8mm Allen wrench 

Wire crimper 

Tools needed for installation: 

Hardware Index:  Use this to choose the correct hardware called for in each step. 
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  PART# 12034 – Polaris Ranger XP900 

LED LIGHT BAR INSTALLATION & OPERATIONS MANUAL 

Thank you for purchasing the SEIZMIK Ranger XP900 LED Light Bar.   

Please familiarize yourself with all the steps before beginning assembly. 
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Be sure to read through the entire manual carefully before beginning installation 

Read all warnings and precautions carefully and follow safety procedures 

Safety Information: Please follow all warnings and precautions for safe operation. 

•  ALWAYS disconnect the battery before performing any electrical wiring. 

•  AWAYS wear the proper safety equipment when modifying the body of the vehicle 

•  NEVER attempt to connect or disconnect electrical components when the vehicle is wet 
•  ALWAYS make sure bolts and electrical connections are securely tightened. 

•  ALWAYS follow all precautions and warnings from the manufacturer of your vehicle. 

M10 

Star 

Washer 
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Note: The 9 watt light boxes contain an extra bag of hardware. It is not needed for this application  

1. Light Bar 

2. 2 Telescoping Bars 

3. 2 Light Bar Clamp Arms 

Light Bar Assembly 

2 5 3 4 

1 

4. 2 Roll Bar Clamps 

5. 2 Telescoping Bar Ends 

Bracket 

M8x25 

M8 

Nut 
M8 

Nut 

M8 Split Washer 

M8x64 

Bracket 

M10x25 

M8 Nut M10 Nut 

M8 Split 

Washer 

M10 Split Washer 

9 Watt  
(2) LED Fixtures 

4 Light Fixtures: Your light bar kit contains Two 9watt flood lights and two 18watt spot lights. 

18 Watt  
(2) LED Fixtures 

Battery Side  

Wiring Harness 

Light Bar  

Wiring Harness 

Automotive Sized  

Ring Terminals 

Spade Terminal 

Fuse Holder 

Switch 

Wiring Kit 

Kit Contents: 



3 

1. Install the Wiring Connectors:  Prepare the light fixtures by twisting the wire ends. Crimp the female 

on the black, negative (-) wire, and the male on the red, positive (+) wire. Be sure to use a proper wire 

crimping tool, pliers will not secure the terminals properly. 

 

3. Install brackets on fixtures: 

Attach bracket to light with M8x64 

bolt, M8 split washer, & M8 nut.  

4. Install lights on light bar: Use 

10mm flat washer, split washer, & 

nut (8mm on 9w, 10mm on 18w).  

18W 18W 9W 9W 

2. Install bolt on brackets: 

Install a M8x25 bolt in 

bracket (use M10x25 bolt on 

18 watt).  

18w spot beams in center, & 9w 

floods on the outside locations.  

5. Install Sliders: Insert telescoping bars into 

each end of light bar. Insert an M6x25 bolt, M6 

split washer, & M6 flat washer into the threaded 

hole. Snug, but do not tighten bolt with 4mm 

Allen wrench.  

6. Install Bar Ends on 

Telescoping Bars: Insert 

an M6x35 bolt through the 

holes in clamping lugs 

with M6 flat washer on 

each side. Thread nut 

onto bolt but do not 

tighten.  

Suggested Light Mounting Format 

PART 1: Light Bar Assembly 
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PART 2: Light Bar Mounting 

8. Mount the light bar to the brackets:   

• Position the light bar to the brackets & adjust the telescoping 

arms to the correct vehicle width. 

• Insert hardware through the bracket arms into the bar ends 

• Be sure to use the serrated washer between the arm 

brackets and bar ends.   

BAR ENDS SLIDE IN-OUT TO ADJUST TO 

VEHICLE WIDTH 

 

2 PEOPLE FOR THIS PROCEDURE IS HELPFUL 

9. Adjust the bar position:   

• Note the multiple adjustment 

points 

• Adjust the angles and height 

according to your specific vehicle 

setup & preferences 

• Individual lights can adjust as 

well 

7. Mount the Light Bar Brackets: Install self adhesive rubber shim on the inside of the curved 

clamp section. Assemble as shown after placing CLAMP PLATE against roll bar. Assembled 

clamp will not fit over roll bar without disassembling first. If you have a windshield, place clamp 

plate between roll bar and windshield. Just snug all mounting bolts for now, tighten after you are 

happy with the final position of the light bar assembly. 

Rubber  

Shim 



* When routing wires, avoid any heat sources or over sharp edges 

This light bar will fit a number of different vehicles.  The biggest differences between vehicles is usually where 

the battery is located.  Some vehicle batteries are located under the hood, under the seat, or under the cargo 

bed.  The best way to approach installation is to: 

1. Install the bar onto the vehicle   

2. Locate the battery  

3. Decide where the switch will be mounted 

4. Connect harness to the lights on the light bar 

5. Run the wire from the light bar to the switch 

6. Install the switch 

7. Run wire to battery 

8. Secure the excess wiring to the vehicle with zip ties 

Red Wire w/ Fuse: Depending on the 

battery type, you may need to use the 

automotive sized ring terminal. Connect 

to the Positive (+) terminal of the battery 

Light connectors: Connect the 4 lights matching 

wire colors. Neatly secure wire bundles to bar 

with zip ties.   

Battery Harness: Route the battery side wiring 

harness neatly so that the other end of the harness 

terminates near the battery securing with zip ties along 

the way 

+ - 
Blue Wire: Crimp on ring 

terminal based on the type of 

battery you have & connect to 

the Neg (-) battery terminal 

Light Bar Harness: 

This is the length of 

wire used to run from 

the light bar to the 

switch.  Route the 

wire & secure it neatly 

to the roll cage with 

zip ties to prevent it 

from getting snagged.   

Switch: Find a suitable location 

for the switch. Some vehicles 

have a blank spot on the 

dashboard from the factory that 

the switch will fit into.  Otherwise 

find a place you feel is optimal for 

your switch to be located.  

Consider the length of the 

supplied wire or purchase a 

longer wire if you require. You will 

have to cut a rectangular hole to 

fit this switch into.   

Crimp on Spade Terminal: Crimp the provided spade 

terminal to the brown wire & connect to the red fuse 

holder. 5 

PART 3: Wiring the Light Bar 

Brown Wires: Connect the Brown wire 

from the light bar & battery harnesses 

to either terminal of the switch. 

Blue Wires: Connect the blue wires 

from each harness together. 



Mounting the switch: 
Many vehicles have knockout plates in the dash intended for extra switches.  Simply remove the plate & 

insert the switch.  Or find an area to mount the switch & cut a rectangular hole with a Dremel tool. 

*Tip: make sure to wire up the switch and test it before snapping it into place 

PART 4: Installation Tips: 

Optimum Light Setup: 

Aim outer 2 floods slightly outwards & the inner 2 spots 

straight ahead slightly overlapping the beams. The 

spots will throw the beam far in front of the vehicle 

while floods will illuminate area in front & sides of 

vehicle. 
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Versatile Mounting Options: 

Seizmik makes Windshields, Mirrors, Cab Systems, Light Bars, Storage Boxes, Hood 

Racks, and other great accessories for UTV’s to maximize the vehicles usefulness.  To 

help you do what you do better. 

 

If you have any questions, comments, need assistance, or are missing parts, please call 

1-866-838-3366 xt.110 between 9:00AM and 5:00PM EST.  Or email us at 

support@seizmik.com.  Visit www.seizmik.com for more information on our products. 

 

Seizmik products are designed, developed, & manufactured by Vialink Corp.  

PART 4: Installation Tips: 

1. High Mount/Forward/On Roll Cage Pillar 

Bars 
3. High Mount/Rearward/On Roll Cage Cross 

Bar 

mailto:support@seizmik.com
http://www.seizmik.com/

