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1. Before installing the brackets first 

the ball studs should be installed. 

There are two different ones a small 

and large. The small ball stud shown 

above goes into the lower brackets. 

The large ball stud goes into the 

upper bracket .   

2. Thread the small ball stud into the 

brackets as shown here.  

3. Install the large ball studs in the 

brackets as shown above, securing 

them with the included nylock nuts. 

Make sure the ball end is installed 

facing inward as shown above.    

4. Install the upper hood bracket by 

removing the top hood bolt, next 

loosen (do not remove) the bottom 

hood bolt so that there is enough 

room to slide the hood bracket 

between the hood hinge and bolt. 

 
 

    

5. Before tightening the bracket down 

take one of the clear hood bumpers 

and stick it to the top of the bracket 

so that it rests against a flat part of 

the hood. Some year hoods are 

different but it should roughly go 

where the arrow is in the picture 

above. Then reinstall top hood bolt 

and tighten both hood bolts down. 

Repeat on other side. 

6a. (2005-2009’s) Install the lower 

shock mount by removing the rear 

most factory fender bolt. The bracket 

should be mounted as seen above 

with the bolt hole towards the back 

of the car. Repeat on other side.   

6a. (2010-2011’s) Install the lower 

shock mount by removing the rear 

most factory fender bolt. The bracket 

should be mounted as seen above 

with the bolt hole towards the front 

of the car. Repeat on other side.   

7. Install the gas shocks by snapping 

them onto the ball studs with the 

body of the shock attaching to the 

body of the car.  If you have a 2010 or 

newer car with the cabin air tube go 

to the next step before attempting to 

close hood. If you have a 2005-2009 

skip to step 11. 
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8. 2010 and newer Mustangs have 

the cabin air tube to introduce noise 

back into the car. If you have this on 

the car this above piece needs to be 

relocated below the fender lip. 

Remove 10mm bolt. 

9. Move the assembly below the 

fender lip. 

10. Use the supplied 8mm bolt and 

nut to secure the assembly to the 

fender using the original hole. 

11. On some newer models there is a 

wire that runs up the passenger side 

hood hinge this has to be removed 

from the factory holes. Once the billet 

bracket is installed this wire can 

either be zip tied to the side or a ¼” 

hole can be drilled to the side of the 

bracket so the factory clip can be 

used. 

    
    
    

    

Product Liability Statement: The purchase of the product, manufactured by UPR Products Inc. completes an agreement between 

UPR Products Inc. and the customer. UPR Products Inc. assumes no liability for damages or injury incurred by the buyer of this 

product. The buyer has complete responsibility for the installation, use and upkeep of this product. 

 


