
IV-OVLLC6100W-TVI-AF

Features:

. See color in near darkness without IR LEDs

. 1/2.8" Sony IMX291 CMOS

. 1080P@TVI/CVBS dual video output

. 30fps@1080P

. Lens: 2.8-12mm 4x optical zoom; 16x digital Zoom

. 0.001 Lux low light

. DC 12V IP66

. Up the Coax (via coaxial cable)

. Motion detection, Privacy mask, HLC, WDR

Specification IV-OVLLC6100W-TVI-AF

Horizontal Resolution 1080P@TVI / CVBS 

Image Sensor EN773 + 1/2.8" Sony IMX291 CMOS

Signal System NTSC / PAL

S/N Ratio More than 52 dB

Lens 2.8-12mm (Auto Focus)

Electronic Shutter AUTO/MANUAL/FLICKER

Min. lllumination 0.001 Lux low light

Back Light Off / HLC / BLC / WDR

DNR Off / Low / Mid / High

Day / Night EX / Auto / Color / B & W

AGC 0-20 steps

Sens up Off / 2x ~ 32x

White Balance Auto/Auto-ext/Preset/Manual

Digital Zoom 1.0x - 16.0x

Privacy Mask Off / 0~15 Zones

Connector Video Dual BNC video ouput (Green: TVI / Yellow: CVBS)

OSD Menu Yes

IP Rating IP66

Video Output TVI / CVBS

Signal Transmitting Over 1050 feet distance via Coaxial cables(RG59 75-3 Full Cooper)

Dimension Ø  4.75" X 3.75" (h)

Weight 1.65 lbs.

Storage Temperature -4 °F ~ 140 °F

Operation Temperature -4 °F ~ 122 °F

Power Supply DC 12V ±10%
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