
WARNING
Read installation and proper 

handling instructions before use. 
Material may contain sharp edges which 
could cause injury, personal protection is  

recommended while handling.

WARNING
This product can expose you to chemicals, including  

carbon monoxide, which are known to the  
State of California to cause cancer, birth defects  

or other reproductive harm. 
For more information, go to: www.P65Warnings.ca.gov

MAINTENANCE:  
NEVER touch a fire ring while it is in use, be sure product is cooled 
completely before inspecting and use proper protective equipment to 
avoid injury. Check your fire ring on a regular basis to ensure safety and  
life of product.

Check for damage or rusted areas, to avoid injury correct any 
damage before continued use.

CLEANING:   
For extended life clean your fire ring with a degreaser regularly,   
NEVER touch a HOT fire ring and always use protective 
equipment to avoid injury.

WARRANTY:  
P&D Metal Works, Inc. offers a 1 year manufactures warranty against 
material or manufacturer defects. This warranty does not cover normal 
weathering or fading which occurs naturally with the product.  In the 
case an item is returned with no flaws the customer is responsible for 
shipping and a restock fee of 25% total cost. 

Any unused stock item may be returned to P&D Metal Works, Inc. for a 
refund, or exchange in 90 days from the purchase date, a 25% restocking 
fee will apply.  Shipping will be the responsibility of the customer and 
with the original packing slip or order number inside the package.  

This warranty is only for the original purchaser

**Any Custom or Personalized items are excluded from a refund or 
exchange in case of buyer’s remorse.
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Please read and understand this manual before assembly, 
operation or installation. If you have any questions 

please contact the retailer you purchased from.

FIRE RINGS

WARNING
FOR OUTDOOR USE ONLY



For Your Safety: WARNING
1. This product is for outdoor use only, DO NOT use in buildings, 

garages, workshops, tents, or any other enclosed area. 
Indoor heating can result in the release of TOXIC Carbon 
Monoxide fumes resulting in asphyxiation.

2. This product is for ADULT use only.
3. Not to be used on recreation vehicles.
4. Always follow state and local codes when using your fire pit.  

If you do not know your codes, contact your local fire department.
5. This product is for the use of properly dried hardwood only.  

DO NOT burn brush, leaves, cardboard, refuse, or softwoods as 
this can throw sparks and cause harm to bystanders.

6. DO NOT modify or alter this fire ring in any way.
7. Keep all flammables stored away from open flames.
8. This product should only be used on suitable nonflammable level 

ground, never on a combustible surface such as a wood deck.
9. Remove any debris or ash from fire ring after each use.
10. Do not use during undesirable weather conditions, such as wind.
11. Never wear or wrap yourself with loose or flammable clothing  

or blankets around this fire ring.
12. Keep all electrical cords/power tools away from this product.
13. When a fire is present the fire ring is hot. Never touch the fire ring 

until it has had adequate time to cool. Always use proper protective 
gear when touching the fire ring.

14. Never leave a fire unattended, especially when children 
or pets are around.

15. Never store a hot fire ring, wait until the product has had time 
to cool before moving.

16. Use the proper fire tools to add or move logs to the fire.
17. Never overload the fire ring.
18. Do not use gasoline, alcohol, or other fluids to light or re-light a fire.
19. Do not place any hot tools or fire ring on combustible surfaces such 

as pine needles, leaves, or grass.  
20. AVOID breathing in smoke or getting smoke in eyes.
21. This fire ring should be inspected after each use.
22. Avoid lighting fire under low branches or structures.
23. Never lean over the fire pit.
24. Do not light near vehicles.
25. Serious injury or Death may occur if the above is not followed.

You will need a ½" and 7/16" Wrench for assembly.

• Package Contains your fire ring panels and  
hardware to assemble .

• Remove all contents from the box.

• Set all panels on the ground to form a circle.

• Line the vertical slotted holes up with the horizontal 
slotted holes.

• Insert the bolt through the holes.

• Place nuts on bolts and hand tighten.

• Use a ½" & 7/16" wrench and tighten all bolts securely.

Hardware included:

Diameter 
of Fire Ring

Quantity 
in each Bolts Nuts

30" Round 6 ¼" x ½"  
Grade 2

¼"-20  
Heavy Hex

37" Round 6 ¼" x ½"  
Grade 2

¼"-20  
Heavy Hex

48" Round or 30" Square 8 ¼" x ½"  
Grade 2

¼"-20  
Heavy Hex

60" Round 10 ¼" x ½"  
Grade 2

¼"-20  
Heavy Hex


